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STATE OF UTAH FORM 3

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING AMENDED REPORT

(highlight changes)

5. MINERALLEASE NO: 6. SURFACE:

APPLICATION FOR PERMITTO DRILL ML3276 STRTTr

1A. TYPE OF WORK: DRILL REENTER DEEPEN
7. 1FINDIAN.ALLOTTEEOR TRIBE NAME:

8. UNITor CA AGREEMENT NAME:

B,TYPEOFWELL: OIL Q GAS OTHER SINGLEZONEOMULTIPLEZONE NATURAL BUTTES UNIT

2, NAMEOF OPERATOR:
9. WELL NAMEand NUMBER;

WESTPORT OIL&GAS COMPANYL.P. NBU 1022-16C

3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR W1LDCAT;

1368 S 1200 E aiv VERNAL UT 84078 (435) 781-7024 NATURALBUTTES

4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,
MERIDIAN:

ATSURFACE: 695'FNL&2163'FWL NENW 16 10S 22E

AT PROPOSED PRODUCINGZONE;

14. DISTANCEIN MILESANDDIRECTIONFROM NEARESTTOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

34.6 MILESSOUTHEAST OF OURAY, UTAH UINTAH UTAH

15, DISTANCETO NEAREST PROPERTY OR LEASELINE(FEET) 16. NUMBEROF ACRES IN LEASE: 17. N JMBER OF ACRES ASSIGNED TO THIS WELL:

695' 480.00 40.00

18. DISTANCETONEARESTWELL(DRlLLING,COMPLETED,OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIEDFOR) ON THIS LEASE (FEET)

REFER TO TOPO C 8,800 RLBOOO5238
21. ELEVATIONS(SHOW WHETHERDF, RT, GR, ETC.): 22, APPROXIMATEDATEWORKWILLSTART: 23. ESTIMATEDDURATION:

5196'GL

24. PROPOSED CASING AND CEMENTINGPROGRAM

SIZE OF HOLE CASING SIZE, GRADE, ANDWEIGHT PER FOOT SETTING DEFTH CEMENTTYPE, QUANTITY,YlELD, AND SLURRY WEIGHT

12 1/4" 9 5/8" H-40 32.3# 1,900 265 SX

7 7/8" 4 1/2" I-80 11.6# 8,800 1820 SX

HEGblVEU

SEP2 17w,
DIV.UEUIL,GAS&MildG

25. ATTACHMENTS

VERIFYTHE FOLLOWINGARE ATTACHEDINACCORDANCEWITHTHE UTAHOILAND GAS CONSERVATIONGENERAL RULES:

WELLPLAT OR MAPPREPARED BY LICENSEDSURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

EVIDENCEOF DIVISIONOF WATER RIGHTSAPPROVALFOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANY OTHER THANTHE LEASE OWNER

NAME(PLEASEPRINT) SHEILAUPCH T1TLE REGULATORY ANALYST

SIGNATURE DATE 9/10/2004

(Thîs space for State use only)

Approved by the
Utah Division of

AP1NUMBERASSIGNED: APPROVAL: Oil, Gas and Mining
Data

(11/2001) (See Instructions on Reverse



TiOS, R22E, S.L.B.&M· WESTPORT OIL AND GAS COMPANY, L.P.
Well location, NBU #1022-16C, located as shown
in the NE 1/4 NW 1/4 of Section 16, T10S, R22ESB9'45'48"W - 2644.46' (Meas.) SB957'44"W - 2642.19' (Meas.)
S.L.B.&M. Uintah County, Utah.

1991 Alum. Cop, 1991 km. Cep, 1991 Brass Cqcs
0.4' High, PRe of . 10' High, Pie of G5' H , Læge
Stones, Sted Post Stones PRe of Stames

BASlS OF ELEVATION

TWO WATER TRIANGULATIONSTATION LOCATED IN THE2163 NBU /1022-16C
NW 1/4 OF SECTION 1, T10S, R21E, S.L.B.&M. TAKEN

Elev. Ungraded Ground = 5/96' o FROM THE BIG PACK MTN NE QUADRANGLE,UTAH,
UINTAH COUNTY, 7.5 MlNUTE SERIES (TOPOGRAPHICAL
MAP) PUBLiSHED BY THE UNITED STATES DEPARTMENT
OF THE INTERIOR, GEOLOGICALSURVEY. SAID ELEVATION
IS MARKED AS BEING 5238 FEET.

1991 Alum. Cap,
0.4' High, PRe of S/t PeoÏ¿

NSimes, Steet Post
PRe of Simes

o -

¯o

o o oo o - o

THIS IS TO CERTIFYTHA ABOVE P e FARED FROM
FIELDNOTES OF ACTU M E gER MY -
SUPERVISIONAND THA SA A E D CORRECTTO THEl
BEST OF MY KNOWLEDG

/ VEYOR

NB9 51'297 - 2631.41' (Meas.) SB9 05'017 - 2649.83' (Meas.)
UmTAH ENGINEERING & I..AND SURVEYING

85 SOUTH 200 EAST - VERNAI4 UTAH 84078
BASIS OF BEARINGS (435) 769-1017

LEGEND: BAS15 OF BEARINGS IS A G.P.S. OBSERVATION. SCALE DATE SURVEYED: DATE DRAWN:
1 = 1000 8-5--04 8-10-04

=
90° SYMBOL (NAD 83) PARTY REFERENCES

K.K. B.W. K.G. G.L.O. PLATO = PROPOSED WELL HEAD· LATITUDE =
39°57'15.63N (39.954342)

A = SECTION CORNERS LOCATED. LONGITUDE= 109'26'47.34" (109.446483)
WEATHER

HOT
FILE ST



NBU #1022-16C
NE/NW Sec. 16,T10S, R22E
UINTAH COUNTY, UTAH

ML-3276

ONSHORE ORDER NO. 1

DR1LLING PROGRAM

1. Estimated Tops of Important Geologic Markers:

Formation Depth

Uinta Surface
Green River 1225'
Wasatch 4250'
Mesaverde 6700'
TD 8800'

2. Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Formations:

Substance Formation Depth

Green River 1225'

Gas Wasatch 4250'
Gas Mesaverde 6700'

Water N/A
Other Minerals N/A

3. Pressure Control Equipment (Schematic Attached)

Please see the attached Drilling Program.

4. Proposed Casing & Cementing Program:

Please see the attached Drilling Program

5. Drilling Fluids Program:

Please see the attached Drilling Program.

6. Evaluation Program:

Please see the attached Drilling
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7. Abnormal Conditions:

Maximum anticipated bottomhole pressure calculated at 8,800' TD, approximately equals 3520 psi

(calculated at 0.4 psi/foot).

Maximum anticipated surface pressure equals approximately 1584 psi (bottomholepressure minus the

pressure of a partially evacuated hole calculated at 0.22 psi/foot).

8. Anticipated Starting Dates:

Drilling isplanned to commence immediately upon approval of this application.

9. Variances:

Please see the attached Drilling Program.

10. Other Information:

Please see the attached Drilling
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Westport Oil and Gas Company, LP.

DRILLINGPROGRAM
COMPANY NAME Westport OK and Gas Co., L.P. DATE September 7, 2004

WELL NAME NBU1022-16C TD 8,800' MDITVD

FIELD Natural Bu#es COUNTY Uintah STATE Utah ELEVATION 5,195' GL KB 5,210'

SURFACE LOCATION 695' FNL& 2163' FWL, NENWSEC. 16, T10S, R22E SHL Straight Hole

Latitude: 39.954342 Longitude: 109.446483

OBJECTIVEZONE(S) WasatchlMesaverde

ADDITIONAL INFO Regulatory Agencies; BLM,UI OGM(MINEiALS &SURFACE), Tri-CountyHealth Dept

40' 14"

12-1/4" 9-5/8", 32 3#, HAO, STC Airmist

Catch water sample, if possible,

from 0 to 4,250"

Green River @ 1,225

Preset fl GL @
1900 MD

Air MistPolymer

Mud logging program TBD
i Aerated Water/Brine

Ope i hole logging program fl TD-surf csg
7-1/8" 4-1/2·,11 i#, I-80 or 8.3-10.0 ppg

equivalent i TOCasing

Wasatch @ 4,250'

Mverde g 6,700'

Max anticipated
Mud required

TO @ 8,800' 10.0 ppg .

DHD NBU1022-16C
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Westport Oil and Gas Company, L.P.

DRILLING PROGRAM
CASING PROGRAM

CONDUCTOR 14" 0-40'
2270 1370 254000

SURFACE 9-5/8" O to 1900 32.30 H40 STC 0,86"***** 1 54 4 73

7780 6350 201000

PRODUCTION 4-1/2" O to 8800 11 60 I-80 LTC 2.95 1.39 2.26

1) Max Anticipated Surf. Press (MASP) (Surface Casing) = (Pore Pressure at next osg point-(0.22 psilft-partial evac gradient x TVD of next csg point}

2) MASP (Prod Casing) = Pore Pressure at TD -(22 psilft-partial evac gradient x TD)

(Burst Assumptions: TD = 10.0 ppg) .22 psilft = gradient for partially evac wellbore

(Collapse Assumption: FullyEvacuated Casing, Max MW) (Tension Assumptions Air Welght of Casing*Buoy.Fact of water)

MASP 2640 psi
********* Burst SF is low but csg is much stronger than formahon at 2000'. EMW @ 2000 for 22/0#is 21 8 ppg or1 13 psilft

CEMENTPJiQGRAM

SURFACE LEAD 500 Premium cmt + 2% CaCI 215 60% 15.60 1.18

Option 4 +
.25 pps flocele

TOP ouT cMT (1) 200 20 gals sodium silicate + Premium cmt 50 15.60 1.18

+ 2% CaCI + 425 pps flocele

TOP OUT CMT (2) as required Premium cmt + 2% CaCI as req 15.60 1.18

SURFACE NOTE: Ifwell will circulate water to s uface, op3on 2 will be utlitzed

Option 2 LEAD 1500 Prem emt + 16% Gel + 10 pps gilsonite 170 35% 11.00 3.82

+ 25 pps Flocele + 3% salt BWOC

TAIL 500 Premium cmt + 2% CaCI 180 35% 15.60 1.18

+
.25 pps flocele

ToP ouT cMT as required Premium omt + 2% CaCI as req, 15.60 1 18

PRODUCTION LEAD 3.750' Premium Lite 11+ 3% KCI+ 0.25 pps 410 60% 11.00 3.38

celloflake + 5 pps gilsonite + 10% gel

+ 0.5% extender

TAIL 5,050' 50/50 Poz/G + 10% salt + 2% gel 1410 60% 14.30 1.31

+.1% R-3
*Substitute caliper hole volume plus 0% excess for LEAD Ifaccurate caliper is obtained
*Substitute caliper hole volume plus 15% excess for TAILif accurate caliper is obtained

FLOAT EQUIPMENT8. CENTRALIZERS

SURFACE Gulde shoe, 1 Jt,insert float. Centralize first 3 joints with bow spring

centralizers. Thread lock guide shoe.

PRODUCTION Float shoe, 1 Jt,float collar. Centralize first 3 joints & every third jointto topof tailcement with bow

spring centralizers,

ADDIIlONALINEORMATION.

Test casing head to750 psi after installing. Test surface Caslng to 1,500 psi pnor to drillingout

BOPE. 11" 3M with one annularand 2 rams Test to3,000 psi (annular to 1,500 psi) prior to dniling out Record on chart recorder &

toursheet. Function test rams on each tnp. Maintain safety valve & inside BOP on ng floor at all times. Kelly to be equipped with upper

&lower kelly valves.

Drop Totco surveys every2000'. Maximum allowable hole angle is 5 degrees,

DRILLING ENGINEER: DATE:

Brad Laney
DRILLING SUPERINTENDENT: DATE:

Randy Bayne
DHD NBU1022-16C
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NBU #1022-16C

NE/NW Sec. 16, T10S-R22E
Uintah County, UT

ML-3276

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

L Existing Roads:

Refer to Topo Map A for directions to the location.

Refer to Topo Maps A and B for location of access roads within a 2-mile radius.

Refer to Topo Maps A and B for location of access roads within a 2 mile radius.

Improvements to existing access roads shall be determined at the on-site inspection.

All existing roads will be maintained and kept in good repair during all drilling and completion

operations associated with thiswell.

2. Planned Access Roads:

Refer to Topo Map B for the location of theproposed access road.

The upgraded and new portions of the access road will be crowned and ditched with a running

surface of 18 feet and a maximum disturbed width of 30 feet, unless modified at the on-site

inspection. Appropriate water control will be installed to control erosion.

Existence of pipelines; maximum grade; turnouts; major cut and fills,culverts, or bridges;

gates, cattle guards, fencecuts, or modifications to existing facilitiesshall be determined

at the on-site.

The access road was centerline flagged during time of staking.

Surfacing material may be necessary, depending upon weather conditions.

Surface disturbance and vehicular trafficwill be limited to the approved location and approved

access route. Any additional area needed will be approved in advance.

3. Location of Existing Wells Within a 1-Mile Radius:

Please refer to Topo Map C.

4. Location of Existing & Proposed Facilities:

Thefollowingguidelines will apply if the well isproductive.

All production facilities will be located on the disturbed portion of the well pad and at a
minimum of 25 feet from the toe of the back slope or the top of the fill
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NBU #1022-16C Surface Use & Operations Plan Page 2

A dike will be constructed completely around those production facilities which contain

fluids (i.e., production tanks,produced water tanks, and/or heater/treater). These dikes
will be constructed of compacted subsoil, be impervious, hold 100% of the capacity of
the largest tank,and be independent of theback cut.

All permanent (on-site six months or longer) above the ground structures constructed or
installed, including pumping units, will be painted a flat, non-reflective, earthtone color

to match one of the standard environmental colors, as determined by the five state Rocky
Mountain Inter-Agency Committee.

All facilities will be painted within six months of installation. Facilities required to comply
with the Occupational Safety and Health Act (OSHA) will be excluded. The required color

is Carlsbad Canyon, standard color number 2.5Y 6/2.

Any necessary pits will be properly fenced to protect livestock and prevent wildlife entry.

Refer to Topo D for the proposed pipeline.

5. Location and Type of Water Supplv:

Water for drilling purposes will be obtained from Dalbo Inc.'s underground well located in Ouray,
Utah, Sec. 32, T4S, R3E, Water User Claim #43-8496, Application #53617.

Water will be hauled to location over the roads marked on Maps A and B.

No water well is to be drilled on this lease.

6. Source of Construction Materials:

Surface and subsoil materials in the immediate area will be utilized.

Any gravel will be obtained from a commercial source.

7. Methods of Handling Waste Materials:

Drill cuttings will be contained and buried in the reserve pit.

Drilling fluids, including salts and chemicals, will be contained in the reserve pit. Upon
termination of drilling and completion operations, the liquid contents of the reserve pit
will be removed and disposed of at an approved waste disposal facility within 120 days
after drilling is terminated.

The reserve pit will be constructed on the location and will not be located within natural
drainage, where a flood hazard exists or surface runoff will destroy or damage the pit
walls. The reserve pit will be constructed so that it will not leak, break, or allow discharge
of liquids. The need for a reserve pit liner will be determined at the on-site inspection.

If a plastic reinforced liner is used, it will be a minimum of 12 mil thick,with sufficient

bedding used to cover any rocks. The liner will overlap the pit walls and be covered with
dirt and/or rocks to hold it in place. No trash or scrap that could puncture the liner will

be disposed of in the
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NBU #1022-16C Surface Use & Operations Plan Page 3

Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up and

removed to an approved disposal site.

A chemical porta-toilet will be furnished with the drilling rig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fully
enclosed trash cage during operations. No trash will be burned on location.

All debris and other waste material not contained in the trash cage will be cleaned up and

removed from the location immediately after removal of the drilling rig.

Any open pits will be fenced during the operations. The fencing will be maintained until

such timeas thepits are backfilled.

No chemicals subject to reporting under SARATitle III (hazardous materials) in an amount

greater than 10,000 pounds will be used, produced, stored, transported,or disposed of

annually in association with thedrilling of thiswell. Furthermore, no extremely hazardous

substances, as defined in 40 CFR 355, in tlueshold planning quantities, will be used, produced,

stored, transported, or disposed of in association with the drilling of this well.

Any produced water from theproposed well will be contained in a water tank and will thenbe hauled

By truckto one of thepre-approved disposal sites: RNI, Sec. 5, T9S, R22E, NBU #159, Sec. 35,

T9S, R21E, Ace Oilfield, Sec. 2, T6S, R20E, MC&MC, Sec. 12, T6S, R19E.

8. Ancillary Facilities:

None are anticipated.

9. Well Site Lavout: (See Location Layout Diagram)

The attached Location Layout Diagram describes drill pad cross-sections, cuts and fills, and locations

of themud tanks,reserve pit, flare pit, pipe racks, trailer parking, spoil dirt stockpile(s), and surface

material stockpile(s). This section is subject to modification as a result ofthe on-site

inspection.

Please see the attached diagram to describe rig orientation, parking areas, and access roads.

If it is determined thata pit liner will be used at the on-site inspection, thereserve pit will be lined, and

when the reserve pit is closed, the pit liner will be buried below plow depth.

All pits will be fenced according to thefollowingminimum standards:

39 inch net wire will be used with at least one strand of barbed wire on top of the net wire.

Barbed wire is not necessary if pipe or some type of reinforcement rod is attached to the
top of the entire fence.

The net wire shall be no more than two inches above the ground. The barbed wire shall be
threeinches over thenet wire. Total height of the fence shall be at least 42
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NBU #1022-16C Surface Use & Operations Plan Page 4

Corner posts shall be cemented and/or braced in such a manner to keep the fence tight at all times.

Standard steel, wood, or pipe posts shall be used between the corner braces. Maximum distance

between any 2 fenceposts shall be no greater than 16 feet.

All wire shall be stretched, by using a stretching device, before it is attached to corner posts.

The reserve pit fencing will be on three sides during drilling operations, and on the fourth

side when the rig moves off location. Pits will be fenced and maintained until cleanup.

Location size may change prior to the drilling of the well due to current rig availability. If the
proposed locationis not large enough to accommodate thedrilling rig the location will be re-surveyed

and a Form 9 shall be submitted.

10. Plans for Reclamation of the Surface:

Producing Location:

Immediately upon well completion, the location and surrounding area will be cleared of all

unused tubing, materials, trash,and debris not required for production.

Immediately upon well completion, any hydrocarbons in the pit shall be removed in accordance

with 43 CFR 3162.7-1.

If a plastic, nylon reinforced liner is used, it shall be tornand perforated before backfilling of

thereserve pit.

Before any dirt work associated with location restoration takes place, the reserve pit shall

be as dry as possible. All debris in it will be removed. Other waste and spoil materials

will be disposed of immediately upon completion of operations.

The reserve pit and that portion of the locationnot needed for production facilities/operations

will be recontoured to the approximate natural contours. The reserve pit will be reclaimed

within 90 days from the date of well completion, weather permitting.

To prevent surface water (s) from standing (ponding) on the reclaimed reserve pit area, final
reclamation of the reserve pit will consist of "mounding" the surface three feet above surrounding

ground surface to allow the reclaimed pit area to drain effectively.

Upon completion of backfilling, leveling, and recontouring, the stockpiled topsoilwill be spread

evenly over the reclaimed area(s).

Dry Hole/Abandoned Location:

Abandoned well sites, roads, and other disturbed areas will be restored as near as practical to
their original condition. Where applicable, these conditions include the re-establishment of

irrigation systems, the re-establishment of appropriate soil conditions, and re-establishment

of vegetation as
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NBU #1022-16C Surface Use & Operations Plan Page 5

All disturbed surfaceswill be recontoured to theapproximate natural contours, with reclamation

of thewell pad and access road to be performed as soon as practical after final abandonment.

Reseeding operations will be performed after completion of other reclamation operations.

11. Surface Ownership:

SITLA
675 East 500 South, Suite 500
Salt Lake City, UT 84102

12. Other Information:

All lease and/or unit operations will be conducted in such a manner that full compliance

is made with all applicable laws, regulations, theapproved Plan of Operations, and any

applicable Notice of Lessees. The Operator is fully responsible for the actions of his

subcontractors. A copy of theseconditions will be furnished to the field representative

to ensure compliance.

The Operator will control noxious weeds along Rights-Of-Way for roads, pipelines, well

sites, or other applicable facilities.

A Class III archaeological survey will be submittedwhen report becomes available.

This location is not within 460' from the boundary of the Natural Buttes Unit, nor is it

Within 460' of any non-committed tract lying within the boundaries of theUnit.

13. Lessee's or Operators's Representative & Certification:

Sheila Upchego Randy Bayne
Regulatory Analyst Drilling Manager

Westport O&G Co. L.P. Westport O&G Co. L.P.

P.O. Box 1148 P.O. Box 1148

Vemal, UT 84078 Vernal, UT 84078
(435) 781-7024 (435) 781-7018

Certification: All lease and/or unit operationswill be conducted in such a manner that full compliance

is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan of

Operations, and any applicable Notice to Lessees.

The Operator will be fully responsible for theactions of its subcontractors. A complete copy of the

approved "Application for Permit to Drill" will be furnished to the field representative(s) to ensure

compliance and shall be on location during all construction and drilling operations.

Westport O& GCo. L.P. is considered to be theoperator of the subject well. Westport O& G Co. L.P

agrees to be responsible under terms and conditions of the lease for the operations conducted upon

leased
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Bond coverage pursuant to 43 CFR 3104 for lease activitiesis being provided by Westport O&G Co.

L.P. State Surety Bond: RLB0005238.

I hereby certify that I, or persons under my supervision, have inspected the proposed drill site and

access route, that I am familiar with the conditions that currently exist; that the statements made in this

plan are, to thebest of my knowledge, true and correct; and the work associated with the operations

proposed herein will be performed by the Operator, its contractors, and subcontractors in conformity

with this plan and the terms and conditions under which it is approved.

11
DO
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WESTPORT OIL AND GAS COMPANY, L.P.
NBU #1022-16C

SECTION 16, T10S, R22E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S.
HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE

HIGHWAY 88; EXIT LEFT AND PROCEED IN A SOUTHERLY DIRECTION

APPROXIMATELY 17.0 MILES TO OURAY, UTAH; PROCEED IN A

SOUTHERLY, THEN SOUTHEASTERLY DIRECTION APPROXIMATELY 11.2

MILES ON THE SEEP RIDGE ROAD TO THE JUNCTION OF THIS ROAD AND
AN EXISTING ROAD TO THE EAST; TURN LEFT AND PROCEED IN AN

EASTERLY, THEN SOUTHEASTERLY DIRECTION APPROXIMATELY 8.9

MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE

NORTHEAST; TURN LEFT AND PROCEED IN A NORTHEASTERLY

DIRECTION APPROXIMATELY 2.7 MILES TO THE JUNCTION OF THIS ROAD
AND AN EXISTING ROAD TO THE EAST; TURN RIGHT AND PROCEED IN AN

EASTERLY DIRCTION APPROXIMATELY 0.2 MILES TO THE BEGINNING OF

THE PROPOSED ACCESS TO THE NORTH; FOLLOW ROAD FLAGS IN A

NORTHERLY DIRECTION APPROXIMATELY 20' TO THE PROPOSED
LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL

LOCATION IS APPROXIMATELY 54.0
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WESTPORT OIL AND GAS COMPANY, L.P.

NBU #1022-16C
LOCATED IN UINTAH COUNTY, UTAH

SECTION 16, T10S, R22E, S.LB.&M.

LOCATION STAKE

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGI E: WESTERLY

PHOTO: VIEW FROM BECINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHERLY

, Uintab Engineering & Land Surveying 1-OCATIONPHOTOS 8 12 04 PHOTO
85 South 200 East Vernal, Utah 84078 MONE [MY YER

-sile ip;4. 435-789-1017 uels@uelsinc.com TAKENBY:K.K. DRAWNBY:LG. REVISED:
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LEGEND: WESTPORT OIL AND GAS COMPANY L.P.

O PROPOSED LOCATION
N NBU #1022-16C
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P# 2E21LOCAT10N:

DF AIL "A"

LEGEND: WESTPORT OIL AND GAS COMPANY, L.P.
---------- PROPOSED ACCESS ROAD N NBU #1022-16C

EXISTINGROAD SECTION 16, T10S, R22E, S.L.B.&M.
695' FNL 2163' FWL

- Uintah Engineering & Land Surveying TOPOGR A P II I c 8 12 04
85 South 200 East Vernal, Utah 84078 M A P DAY YEAR

(435) 189-1017 * FAX (435) 789-1813
SCALE:1" = 2000' DRAWNBY:K.G VISED:00-00-00
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LEGEND: WESTPORT OIL AND GAS COMPANY, L.P.

p' DISPOSAL WELLS WATER WELLS N NBU #1022-16C
PRODUCINGWELLS ABANDONED WELLs SECTION 16, T10S, R22E, S.L.B.&M.
SHUT IN WELLS # TEMPORARILY ABANDONED 695' FNL 2163' FWL

M Uintah Engineering & Land Surveying T 0 POGR A PH I c 8 12 04
85 South 200 East Vernal, Utah 84078 M A P DAY YEAR

(435) 789--1017 * FAX (435) 789-1813
SCALE:1" = 2000' DRAWNBY:K.G. REVISED:
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/ PROPOSED LOCATION:

200 NBU#1022-16C

EXISTING HIGH & LOW
PRE HRE PIPELINES

mping Sta. Ga

R

E
APPROXIMATE TOTAL PIPELINE DISTANCE = 1,200' +/-

LEGEND: WESTPORT OIL AND GAS COMPANY, L.P.
-------- EXISTING PIPELINE N NBU #1022-16C
--------- PROPOSED PIPELINE SECTION 16, T10S, R22E, S.L.B.&M.

PROPOSED ACCESs 695' FNL 2163' FWL

I Uintah Engineering & Land Surveying TOPOGR A PH I C 8 12 04
85 south 200 East Vernal, Utah 84018 M A P M DAY YEAR

(435) 189-1017 * FAX (435) 789-1813
CALE:1" = 1000' DRAWNBY:K.G. REVISED:



WES ORT OIL AND GAS COMPA , L.P. FICURE #i
LOCATION LAYOUT FOR

NBU #1022-16C
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Rreve,""9 695' FNL 2163' FWL
inds Existing Road

Proposed Access' Instal/
18" C&/P E-0.2'

-4 §' 7 -- E/. 194.9'
E/. 199.7' 60' , Sta. J+50 '

Û-2.6
SCALE: 1" -

50°
ç¡, 7p7.7'

DATE: 8-10-04 Round Corners \
Drawn By· K.G. as Needed

-
' CONSTRUCT o

DIVERSION .

NO1E DITCH
Flore Pit is to he located

- o O'

a min. of 100' from the . gO
Well Head.

Approx.
Il

ang

E/. 207.7' C--2.9 6Û- f6, 6 E/. 198.0 22' PIPE RACK5

. (b im. p/Q

C- 1.2' E- 7.9'
E/. 196. J' E/. 193.2'

RESERVE P/TS s' \. 135 Sta. 1+50
--- (10' Deep) ---

---
--- a= TOILET

C-14 -- I

E/. 198.5' TITTI
LIGHTPLANT

-
-- - BOILER

PUM HOUSE
COM OR WAATER ApeproX.

---
- I I Fill Slope

BOOSTER I

Tota/ Pit Capoc/ty - o
W/2' of Freeboard .

--

= 14,250 Shis. ± TR SH 0+g
Total P/t Vo/ume -

J,940 Cu. Yds.

ROPANE •

Topsoi/ StockpÑe
CONESRQUNCT

¯0.8 F-J 8'
DITCH nage Ej 194 J'

NO1ES
Elev. Ungraded Ground At Loc. Stoke - 5/96. J'

, UINTAH ENCINEERING & LAND SURVEYING
FINISHED GRADE ELEX A T LOC. STAKE - 5195.1 85 So. 200 East * Vernal, Utah 84078 * (436)





O
3,000 PSI

BCP STACK

ORILLING NIPPLE

-FLOW LINE

FILLI.tP LINE

HYCRIL

BLIND RAMS

PiPE RAMS

OR
SP¢OL

MILL LINE CMCKE LINE

A

HEAC

MAJSmat£ ORE
10NTAND/ORWOMAS SEPARATCR

2
EDWOUT MEYENTER
STKI m O E

1,1NE ELEEDUNE TOPif

acums, f Mesmaa,

a tu

La monnat
anarme



DFORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 09/21/2004 API NO. ASSIGNED: 43-047-35947

WELL NAME: NBU 1022-16C

OPERATOR: WESTPORT OIL & GAS CO ( N2115 )

CONTACT: SHEILA UPCHEGO PHONE NUMBER: 435-781-7024

PROPOSED LOCATION:

NENW 16 100S 220E INSPECT LOCATN BY: / /

SURFACE: 0695 FNL 2163 FWL Tech Review Initials Date
BOTTOM: 0695 FNL 2163 FWL

UINTAH Engineering )(gg 3 ggy(X
NATURAL BUTTES ( 630 ) Geology

LEASE TYPE: 3 - State Surface
LEASE NUMBER: ML3276

SURFACE OWNER: 3 - State
LATITUDE: 39.95425

PROPOSED FORMATION: WSMVD
LONGITUDE' -109.4457COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/* Plat R649-2-3.

Bond: Fed[] Ind[] Sta[] Fee[]
Unit NATURAL BUTTES

Potash (Y/N) R649-3-2. General

i Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

y/' Water Permit R649-3-3. Exception

(No. 43-8496 )
. .y/'Drilling Uniti RDCC Review (Y/N)

Board Cause No: g,jgL(Date: ) Eff Date: / -g./ggg

Al Fee Surf Agreement (Y/N) Siting: , p, y ¡ y g,wey,_gg

R649-3-11. Directional Drill

COMMENTS:
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United States Department of the Interior

BUREAU OF LANDMANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

September 29, 2004

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2004 Plan of Development Natural Buttes Unit
Uintah County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2004 within the Natural Buttes Unit, Uintah County, Utah.

API# WELLNAME LOCATION

(Proposed PZ Mesaverde)

43-047-35943 NBU 1022-16H Sec 16 T10S R22E 2169 FNL 1298 FEL
43-047-35944 NBU 1022-16K Sec 16 T10S R22E 1835 FSL 2535 FWL
43-047-35945 NBU 1022-160 Sec 16 T10S R22E.0817 FSL 2290 FEL
43-047-35946 NBU 1022-16A Sec 16 T10S R22E 0763 FNL 1096 FEL
43-047-35947 NBU 1022-16C Sec 16 T10S R22E 0695 FNL 2163 FWL
43-047-35948 NBU 1022-16G Sec 16 T10S R22E 1603 FNL 2126 FEL
43-047-35949 NBU 1022-16E Sec 16 T10S R22E 2281 FNL 0718 FWL

This office has no objection to permitting the wells at this
time.

/s/ Michael L. Coulthard

bcc: File - Natural Buttes Unit
Division of Oil Gas and Mining
Central Files
Agr . Sec . Chron
Fluid Chron



From: Ed Bonner
To: Whitney, Diana
Date: 10/7/2004 3:06:34 PM
Subject: Well Clearance

The following wells have been given culturalresource clearance by the Trust Lands CulturalResources
Group:

MSC Exploration LP
State MSC 35-2
North Thompson 2-1

Medallion Exploration
Atchee Ridge 16-19 #1

QEP Uinta Basin, Inc
CB 13G-36-6-20

Prima Oil & Gas Company
State Lost Creek 32-44

(Must avoid site in access road)

Westport Oil & Gas Company
NBU 1022-16H
NBU 1022-16K
NBU 1022-160
NBU 1022-16A
NBU 1022-16C
NBU 1022-16G
NBU 1022-16E
NBU 1022-16M

Merrion Oil & Gas Corporation
Scud 1
Sparkle Dun 1

If you have any questions regarding thismatter please give me a call.

CC: Garrison, LaVonne; Hill,Brad; Hunt,
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DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

OPERATOR: WESTPORT OIL AND GAS COMPANY, L.P.
WELL NAME & NUMBER: NBU 1022-16C
API NUMBER: 43-047-35947
LOCATION: 1/4,1/4 NE/NW See: 16 TWP: 10S RNG: 22E 2163' FWL 695' FNL

Geology/Ground Water:

Westport proposes to set 1,900' of surface casing at this location. The depth to the base of the moderately
saline water at this location is estimated to be at a depth of 3,000'. A search of Division of Water Rights records
shows no water wells within a 10,000 foot radius of the proposed location . The surface formation at this site is
the Uinta Formation. The Uinta Formation is made up of interbedded shales and sandstones. The sandstones
are mostly lenticular and discontinuous and should not be a significant source of useable ground water.

Reviewer: Brad Hill Date: 10/25/04
Surface:

The predrill investigation of the surface was performed on 10/20/04. Floyd Bartlett with DWR and Ed Bonner
with SITLA were invited to this investigation on 10/06/04. Mr. Bartlett was present. He had no concemsregarding
the construction of this location or the drilling of the well. This site is on State surface, with State minerals, and
appears to be the best site for a location in the immediate area. Mr. Bartlett gave Ms. Domenici a prescribed seed
mix to be used when reserve pit is reclaimed. A diversion ditch will be constructed around the south side of the
location to protect location from runoff.

Reviewer: David W. Hackford Date: 10/21/2004

Conditions of Approval/Application for Permit to Drill:
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ON- SITE PREDRILL EVALUATION
Division of Oil, Gas and Mining

OPERATOR: WESTPORT OIL AND GAS COMPANY, L.P.
WELL NAME & NUMBER: NSU 1022-16C
API NUMBER: 43-047-35947
LEASE: ML-3276 FIELD/UNIT: MATURAL BUTTES
LOCATION: 1/4,1/4 NE/NW Sec: 16 TWP: 10S RNG: 22E 2163' FWL 695' FNL
LEGAL WELL SITING: 460' from unit boundary and uncommitted tracts.
GPS COORD (UTM): 632763E 4423642N SURFACE OWNER: STATE OF UTAE

PARTICIPANTS

DAVID W. HACKFORD (DOGM) , FLOYD BARTLETT (DWR) , CLAY EINERSON, DEBRA
DOMENICI (WESTPORT), KOLBY KAY, (UELS).

REGIONAL/LOCAL SETTING & TOPOGRAPHY

SITE IS IN A RELATIVELY FLAT AREA OF LOW RIDGES AND SHALLOW DRAWS
DRAINING GRADUALLY FOR 1.3 MILES TO THE NORTH, THEN 1.4 MILES TO THE
NORTHEAST TO THE WHITE RIVER. BREAKS OF BITTER CREEK CANYON HEAD 1.0
MILES TO THE EAST. BITTER CREEK IS 1.5 MILES TO THE EAST. OURAY, UTAH
IS 34.3 MILES TO THE NORTHWEST. THERE IS SHARP, HIGH RIDGE WITH A 25'
THICK PROTRUDING SANDSTONE LEDGE 600' TO THE SOUTHEAST.

SURFACE USE PLAN

CURRENT SURFACE USE: WILDLIFE AND LIVESTOCK GRAZING, HUNTING.

PROPOSED SURFACE DISTURBANCE: LOCATION WILL BE 350' BY 273' . ACCESS ROAD
WILL BE 20 FEET.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: SEE ATTACHED MAP FROM
GIS DATABASE.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: ALL PRODUCTION
FACILITIES WILL BE ON LOCATION AND ADDED AFTER DRILLING WELL. PIPELINE
WILL FOLLOW ACCESS ROAD.

SOURCE OF CONSTRUCTION MATERIAL: ALL CONSTRUCTION MATERIAL WILL BE
BORROWED FROM SITE DURING CONSTRUCTION OF LOCATION.

ANCILLARY FACILITIES: NONE WILL BE REQUIRED.

WILL DRILLING AT THIS LOCATION GENERATE PUBLIC INTEREST OR CONCERNS?
EXPLAIN: UNLIKELY.

WASTE MANAGEMENT



DRILLED CUTTINGS L BE SETTLED INTO RESERVE . LIQUIDS FROM PIT WILL
BE ALLOWED TO EVAPORATE. FORMATION WATER WILL BE CONFINED TO STORAGE
TANKS. SEWAGE FACILITIES, STORAGE AND DISPOSAL WILL BE HANDLED BY
COMMERCIAL CONTRACTOR. TRASH WILL BE CONTAINED IN TRASH BASKETS AND
HAULED TO AN APPROVED LAND FILL .

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: NONE

FLORA/FAUNA: SAGE, GREASEWOOD, HORSEBRUSH, PRICKLY PEAR, SHADSCALE,
RABBITBRUSH: PRONGHORN, RODENTS, SONGBIRDS, RAPTORS, COYOTE, RABBITS.

SOIL TYPE AND CHARACTERISTICS: LIGHT BROWN SANDY CLAY.

EROSION/SEDIMENTATION/STABILITY: VERY LITTLE NATURAL EROSION.
SEDIMENTATION AND STABILITY ARE NOT A PROBLEM AND LOCATION CONSTRUCTION
SHOULDN'T CAUSE AN INCREASE IN STABILITY OR EROSION PROBLEMS.

PALEONTOLOGICAL POTENTIAL: NONE OBSERVED.

RESERVE PIT

CHARACTERISTICS: 200' BY 75' AND 10' DEEP.

LINER REQUIREMENTS (Site Ranking Form attached): A LINER WILL NOT BE
REQUIRED FOR RESERVE PIT.

SURFACE RESTORATION/RECLAMATION PLAN

AS PER SITLA.

SURFACE AGREEMENT: AS PER SITLA.

CULTURAL RESOURCES/ARCHAEOLOGY: SITE WAS INSPECTED BY MONTGOMERY
ARCHEOLOGICAL CONSULTANTS. A REPORT OF THIS INVESTIGATION WILL BE PLACED ON
FILE.

OTHER OBSERVATIONS/COMMENTS

THIS PREDRILL INVESTIGATION WAS CONDUCTED ON A COOL, CLOUDY, WINDY DAY
WITH NO SNOW COVER.

ATTACHMENTS

PHOTOS OF THIS SITE WERE TAKEN AND PLACED ON FILE.

DAVID W. HACKFORD 10/20/04, 11:30 AM
DOGM REPRESENTATIVE



uation Ranking Criteria and Ranking e
For Reserve and Onsite Pit Liner Requirements

Site-specific Factors Ranking site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 __0

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 ___0

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability o
Mod. permeability 10
High permeability 20 10

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TOS >10000 or Oil Base Mud Fluid 15

Containing significant levels of
hazardous constituents 20 5

Drill Cuttings
Normal Rock 0
Salt or detrimental 10 __0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 ___0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 15 (Level II sensitivity)

SensitivitvLevel I = 20 or more; totpl containment is required.
Sensitivitv Level II = 15-19: lining is discretionarv.
SensitivityInvel III = below 15: no specificlining is required
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Well name: 10-04 Westport NBU 1022-16C
operator: Westport Oil & Gas
String type: Surface Project ID:

43-047-35947
Location: Uintah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 92 °F

Temperature gradient: 1.40 °F/100ft
Minimum sectionlength: 1,500 ft

Burst:
n factor 1.00 Cement top: 541 ft

Burst
x anticipatedsurface
pressure: 1,672 psi

Internal gradient: 0.120 psilft Tension: Nondirectional string.
Calculated BHP 1,900 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 8,800 ft
Tension is based on buoyed weight. Next mud weight: 10.000 ppg
Neutral point: 1,666 ft Next setting BHP: 4,571 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 1,900 ft
injection pressure 1,900 psi

Run Segment Nominal End True Vert Measured Drift internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (In) (ft')
1 1900 9.625 32.30 H-40 ST&C 1900 1900 8.876 120.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 829 1370 1.652 1900 2270 1.19 54 254 4.72 J

Prepared ClintonDworshak Phone: 801-538-5280 Date: October 26,2004
by: Utah Div. of Oil&Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a verticaldepth of 1900 ft, a mud weightof 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop &Kemier method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibilítyfor use of this design wi/Ibe that of the
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Weil name: 10-04 Westport NBU 1022-16C
Operator: Westport Oil & Gas
String type: Production Project ID:

43-047-35947
Location: Uintah

Design parameters: Minimum design factors: Environment:
Collaose Collapse: H2S considered? No

Mud weight: 10.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 188 °F

Temperature gradient: 1.40 °F/100ft
Minimumsection length: 1,500 ft

Burst:
n factor 1.00 Cement top: Surface

Burst
x anticipated surface
pressure: 3,515 psi

Intemal gradient: 0.120 psi/ft Tension: Non-directional string.
Calculated BHP 4,571 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1,50 (J)
Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 7,484 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (In) (Ibs/ft) (ft) (ft) (In) (ft')
1 8800 4.5 11.60 L-80 LT&C 8800 8800 3.875 204

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 4571 6350 1.389 4571 7780 1.70 87 212 2.44 J

Prepared ClintonDworshak Phone: 801-538-5280 Date: October 26,2004
by: Utah Div. of Oil& Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a verticaldepth of 8800 ft, a mud weight of 10 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method ofbiaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responslbilltyfor use of this des/gn willbe that of the
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OLENES. WALKER

Governor

GAYLBEMcKEACHNIE
""*'wa""*" October27, 2004

State of Utah

Department of
Natural Resomces Westport Oil& GasCompany,LP

ROBERT L. MORGAN 1368 8 1200 Ea.c.uve ou'°'" Vernal, UT 84078
Division of

Oil,Gas &Mining
Re: Natural guttesUnit 1022-16C Well,695'FNL, 2163'FWL,NE NW, Sec. 16,

"Rig T. 10Sou‡h,R. 22 Eapt,UintahCounty, Utàh

Gentlemen:

Pursuant to theprovisions andrequirements of Utah GodeAnn.§ 40-6-1 et
seq.,Utah Administrative Code R649-3-1 et seq., and the attähod Conditionsof
Approval,approvalto drill the referencedwell is granted.

This approval shallexpire one year from the above date unless substantial and
continuous operation is underway, or a requestfor extensionis madeprior to the
expirationdate. The API identification number assignedto this well is 43-047-35947.

rely,

J hn R. Baza
Associate Director

lab
Enclosures

ec: Uintah CountyAssessor
SlTLA
Bureau of Land Management, Vernal District Office

1594West NorthThiople,Suhe 1210,PO Box 145801,Salt LakeCity,UT 84114.5801
selephone(801)538-5340•facshnile (801) 359-3940•TTY (801)538-7458• wwmogneuraAgov Whereideas



Operator: , .. Westport Oil&GasCompany,LP
Well Name & Number Natural Buttes Unit 1022-16C
API Number: 43-047-35947
Lease: ML3276

Location: NE NW See.1 T. 10 South R. 22 East

Conditions of Approval
1. General

Compliancewith the requirements of UtahAdmin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicableterms and provisions ofthe approved
Application forPermit to Drill.

2. Notification Requirements
Theoperator is requiradtonotify the Division of Oil, Gas and Mining of the following
actions duringdrilling of thiswell:

• 24 hours prior to cementingor testing casing
• 24 hours prior to testingblowout preventionequipment
• 24 hours prior to spudding the well
• within 24 hours of anyemergency changes made to the approveddrilling program
• prior to commencingoperations to plug and abandon the well

The following are Division of Oil, Gas and Mining contactsand theirwork telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• CarolDaniels at (801) 538-5284 (spud)

3. Repordag Requirements
All requiredreports,forms and submittalswill be promptly filed with the Division,
incIndingbut not limited to the EntityAction Form (Form 6), Report of Water
EncounteredDuring.Drilling (Form 7), Weekly Progress Reports for drilling and
completionoperations, and SundryNotices and Reports on Wells requestingapprovalof
changeof plans ogother operationalactions.

4. Compliancewith theStateof UtahAntiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Shouldarcheological,historical or paleontological
remains be encountered during your operations, you are required to immediatelysuspend
alloperationsand immediately inform the Trust Lands Administration and the Division
of StateHistory of the discovery of such remains.

5. In accordancewith Order inCause No. 190-5(b)dated October 28, 1982, the Operator
shall comply with requirements of Rules R649-3-31andR649-3-27 pertaining to
Designated Oil ShaleAreas. Additionally,the operator shallensure that the surface
and/orproduction casingis properlycemented over the entire oil shale interval as defined
by Rule R649-3-31. The Operator shall report the actualdepth the oil shale is
encounteredto the



Page 2
API #43-047-35947
October27, 004

démpliancewith the Conditionsof Approval/Applicationfor Permit to Ofiliontlined in
theStatementof Basis. (CopyAttached)

7. Burfacecasingshallbe cemented to the



Form 9 ST E OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number

0 0 5 ML-3276
7. Indian Allottee or Tribe Name

SUNDRYNOTICES AND REPORTS ON WELLS N/A
Donotusethisformforproposalstodrillnewwells,deepen existingwells,ortoreenterpluggedandabandonedwells. 8. Unitor Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuchproposals NATURAL BUTTES
1- Type of Well 9. Well Name and Number

II e I Other (specify) NBU 1022-16C

2. Name of Operator 10. API Well Number

WESTPORT OIL & GAS COMPANY, L.P. 43-047-35947
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

1368 SOUTH 1200 EAST, VERNAL, UT 84078 435-781-7044 NATURAL BUTTES
5. Location of Well

Footage : 695' FNL, 2163' FWL County : UINTAH

QQ, see,T., R., M : NENW, SECTION 16, T10S, R22E, SLB&M state : UTAH

12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENTREPORT

(Submit In Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off other
Other LOCATION LAYOUT CHANGE

Date of Work Completion
Approximate Date Work Will Start

Report results of Multiple Completionsand Recompletions to differentreservoirs
on WELL COMPLETIONOR RECOMPLETION ANDLOGform.
* Must be accompanied by a cement verificationreport.

13. DESCRIBEPROPOSED OR COMPLETED OPERATIONS(Clearlystate all pertinent details, and give pertinent dates. Ifwell is directionally drilled, givesubsurface
locationsand measured and true vertical depths for all markersand zones pertinentto this work.)

WESTPORT OIL & GAS COMPANY, L.P. HAS NEED TO CHANGE THE ORIGINAL LOCATION LAYOUT TO
ACCOMMODATE FOR A LARGER RIG; PIONEER 38.

PLEASE REFER TO THE ATTACHED LOCATION LAYOUT.

RECEIVED
MAROf 2005

TIDOR2ATOR DIVOFOIL
,g-ppy ,GAS&MINING

am

&e ynacertifythat eleforeg engis rr

| Title Associate Regulatory Date 02/16/05

(State Use Only)

(8/90) See Instructions on Reverse Side



WES'I ORT OIL AND GAS COMPA , L P. FICURE //1
LOCATION LAYOUT FOR

p, NBU #1022--16C Existing
evoil¡n Drainage

inds SECTION 16, T10S, R22E, S.L.B.&M.
695' FNL 2163' FWL

Existing Road Proposed Access install 18" CMP \ F-0.2'
Road as Needed i El 194.9'

SCALE: 1" = 50' C-4.6 ' ' ' *¯

DATE: 8--10-04 y ygg 7 Sta. J+50
Drawn By· K.G. .Û

Rev: 12-2-04 E.C.O. B. 1977

Round Corners
CONSTRUCT as Needed
DIVERSION It
DITCH .

Approx.
Top of
Cut Slope

NOTE
Flare Pit is to be located
a min. of 100' from the
Well Head.

PIPE TUBS

I I I I

Pit Topsol/
.

PIPE RACKS

C-4.3
_

- - -

L .199.4 o

.

135 Sta. 1+50 193.2'

E/. 206.5' TOILET OC-21.4
-

(bim. pil)
-- TTn

-- mr
LIGHT PLANT

RESERVE P/TS -
BOILER

o ¯¯¯¯¯¯

(10' Deep) - O - COMPRESSOR WATER
PUMP HOUSE j | TANK

o _-

_
IHl

BoosTER .

Approx.
- : Toe of
- -

.. Fill Slope
Total Pit Capacity
W/2' of Freeboard ¯

x
- TR SH

- 15,490 Bb/s ± -

Toto/ Pit Volume : : : :
- 4,280 Cu. Yds.

¯¯

/

PROPANE

A 58'

sToRAc

Sta. 0+00

NC
_

- J. g '

DITCH Spoils Stockpile 7ggy a 1928' El 197·3

E tinNO7ES: --

---

"i" 9

Dev. Ungraded Ground At Loc. Stake 5196. J,' Drainage
UINTAH ENGINEERING LAND SURVEYING

F/N/SHED GRADE HEY AT LOC. STAKE - 5195.1 N 85 So, 200 East * Vernal. UtaA 84078 * (435)



WES ORT OIL AND GAS COMPA , LP FICURE #2
- o TYPICAL CROSS SECTIONS FOR

li
×-section NBU #1022-16C

SECTION 16, T10S, R22E, S.L.B.&M.
1" = So' 695' FNL 2163' FWL E& -

DATE: 8-10-04
Drawn By: K.G.

Rev: 12-2-04 E.C.O
58' 135'

S TA. J+50

--

----.

173, 135'

Location Stoke

Slope / //2: 1
(T>PA

STA. 1+50

15'-... 100 58' 135'

S

173' 135'

NOTE:
Topsoil should not be STA. 04-00 * NOTE
Stripped Below Finished F/LL QUANT/TY/NCLUDES
Grade on Substructure Area. 5% FOR COMPACTION

APPROXIMATE YARDAGES EXCESS MATERIAL = 9,640 Cu. Yds.

Topsoil & Pit Backfill = J,980 Cu. Yds.
CUT (1/2 Pit Vol.)
(6") Topsoil Stripping = 1,840 Cu. Yds.

EXCESS UNBALANCE = 5,660 Cu. Yds.
Remaining Location = 11,2JO Cu. Yds. (After Rehabilitation)

TOTAL CUT = 1J,070 CU.YDS.
UINTAH ENGINEERINC & LAND SURVEYING

FILL = J, 4JO CU.YDS. 86 So. 200 East * Vernal, UtaA 84078 * (435)



srA1E OF urAM OPERATOR WESTTORTO&G COMPANYLP OPERATORACCT.NO.N 2115
OWISIONOF OK.GASMIDu-B ADDRESS 1368 SOITm 1200 EAST
ENTITYACTIONFORM-FORM 6 VERNAL,UTAH 84078

a¯ ACTION CURRENT NEW APINUMBER WELLNAME WELLLOCATION SPUD EFFECTNE
CODE EMilT¥NO. ENTITYNO. QO SC TP RG COUNTY MTE DATE

Ô 99999 ÛÐ 43-047-35946 NBU 1022-16A NENE 16 IOS 22E UINTAH 7/19/2005 Va7,«
WELL1COMMENTS:
MIRU ME MARTR( BUCEGir RIG
SPUD WELL LOCATIONON 7119/05AT 8:00 AM

ACRON CURRENT NEW AR NUMBER WELLNAME WRL10CANDN SPUD EFFECTRIE
CODE ENTITYND. EHTITYNO. OQ SC TP RG COUNTY M1E MTE

99999 É 43447-35947 NBU1022-16C NENW 14 105 22E UlbftAH 7/15/2005
WB.L2 COMMENTS
MIRU PETE MAR11NBUCKET RIG.
SPUD WELL LOCATIONON 7/15ms AT 8:00 AM

ACTION CURRENT NEW APINUMBER WELLNAME WELLLOCATION SPUO EFFECTIVE
E CODE ENN¥NO. ENWYNO. OQ SC W RG UUNTY BATE DATE

LE..

WELL3ChlMENTS:

:z: ACTKBI CURRENT NEW APIHUMBER WELLMAME WELLLÒÒAÌI0N SPUD EFFECIWE° CODE ENNYNO. EMMYNO. 00 SC TP RG COUNTY DATE DMEE-•

8m WELL400MNENTS:

ACHON CURRENT NEW APINUMBER WELLNAME WELLLOÒATI0N SPUD EFFECTIVE
CODE BWY NO. ENNYNG. 00 SC TP NO COUNTY OATE ORE

WELL5COMMENTS:
L

ACTIONCCDES (Seeinsbucionsm backgifoun)
A - Eshbish newentKyfornewwellM welonlÀ PosNP Fax Note 7671 nala
B-Addnewweltomistingesity(pouporunimel) y,
C - Re assignwel fromoneemisingently b anoiheren
D - Reessign welflomoneemisingenligtoa newently : REGULATORY ANALYST 07/26/05
E-Other (explalltla œnseente socian) m - - ///

: UseCOMMENTsecuOnkeKplainnhyea AciemCod - I NWV ~ /- I
, RBGBVED resnai-vo24

I

JUL2 6 2mi
DIVOFOIL,GAS&
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STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERlALNUMBER:

ML-3276

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME;

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals to ddll newwells, significantlydeepen existing wells below currentbottom-hole depth, reenter plugged wells, or to NATURALBUTTES UNIT

drillhorizontal laterals. Use APPUCATION FOR PERMITTO DRILLform forsuch proposals.

1. TYPE OF WELL 6. WELLNAMEand NUMBER
OIL WELL GAS WELL OTHER NBU 1022-16C

2. NAMEOF OPERATOR: 9. API NUMBER:

WESTPORT OIL &GAS COMPANYL.P. 4304735947
3. ADDRESSOF OPERATOR; PHONE NUMBER 10. FIELDAND POOL, OR WILDCAT:

1368 s. 1200 E. VERNAL UT , 84078 (435) 781-7024 NATURAL BUTTES
4 LOCATIONOF WELL

FOOTAGESATSURFACE: 495'FNL &2163'FWL coUNTY: UINTAH

QTR/QTR, SECTION. TOWNSHIP, RANGE, MERlDIAN: NENW 16 10S 22E STATE;
UTAH

CHECK APPROPRIATEBOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATlON
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATER SHUT-OFF
Date ofwork completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: WELLSPUD
CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details Including dates, depths, volumes, etc

MIRUPETE MARTIN BUCKETRIG. DRILLED20" CONDUCTOR HOLETO 40'. RAN 14" 54# STEEL CONDUCTOR PIPE.
CMT Wl28 SX READYMIXCMT.

SPUD WELLLOCATIONON 7/15/05 AT 8:00 AM.

NAME(PL HE DATE REGULATORYANALYST

(This space for State use only)

RECEIVED

(5/2000) ee In on Reverse Side)

DIV.0F0lt,GAS&
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STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-3276

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME;

7. UNITor CA AGREEMENT NAME:
Do not use this form for poposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° NATURALBUTTES UNITdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals,

i.TYPEOFWELL
OILWELL GASWELL OTHER

NBELLNA0ME2andN6CMBER:

2. NAMEOF OPERATOR: 9. API NUMBER:

WESTPORT OIL&GAS COMPANYL.P. 4304735947
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELDAND POOL, OR WILDCAT:

1368 S. 1200 E. VERNAL , 47, UT 284078 (435) 781-7024 NATURALBUTTES
4 LOCATIONOF WELL

FOOTAGESATSURFACE: 095'FNL &2163'FWL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENW 16 10S 22E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date wod willstart CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGEÝO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATER SHUT-OFF
Date Of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: SET SURFACE CSG.
O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

MIRUBILLMARTINAIR RIG. DRILLED12 1/4" SURFACE HOLETO 1990'. RAN 9 5/8" 32.3# H-40 SURFACE CSG. LEAD
CMTWl270 SX CLASS G @15.6PPG 1.18 YIELD. TOP OUT Wl405 SX CLASS G @15.6PPG 1.18 YIELD. CMT TO
SURFACE.

WORT.

RECE!VED
AUS1 6 2005

DIV.OFOlL,GAS&MINING

NAME(PLREASE PC TIT E REGULATORYANALYST

(This space for State use only)

(5/2000) (See Instructions on Reverse



O O
STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-3276

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRlBENAME:

/. UNITor CA AGREEMENTNAME:
Do not use thisform for poposals to drillnewwells,significantlydeepen existing wells below current bottom-hole depth, reenterplugged wells,or to NATURALBUTTES UNITdrill horizontal laterals Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL 2 OTHER NBU 1022-16C

2. NAMEOF OPERATOR: 9. API NUMBER:

WESTPORT OIL& GAS COMPANY L.P. 4304735947
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT;

1368 S.1200 E. VERNAL sy,,, UT ,,,84078 (435) 781-7024 NATURALBUTTES
4 LOCATIONOF WELL

FOOTAGESATSURFACE 695'FNL &2163'FWL coUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENW 16 10S 22E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDI2E DEEPEN REPERFORATE CURRENT FORMAT10N
NOTICE OF INTENT

(Submit In Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK wATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATER SHUT OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: FINALDRILLING
O CONVERT WELLTYPE RECOMPLETE-DIFFERENT FORMATION OPERATIONS

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly showallpertinent details including dates, depths, volumes, etc.

FINISHEDDRILLINGFROM 1990' TO 8611'. RAN4 1/2" 11.6# I-80 PRODUCTION CSG. LEADCMTWl458 SX PREM LITE
11@12.0PPG 2.38 YIELD. TAILEDCMTWl1007 SX 50/50 POZ @14.3PPG 1.31 YlELD. CMT TO SURFACE.

RELEASED PIONEER RIG 38 ON 8/22/05 AT 8:30 AM.

NAME(PLREAS C TDITE REGULATORYANALYST

(This space for State use only)

RECEIVED
(5/2000) (See instructions on Reverse Side) AU63O2005

'

DN.0FOlL,GAS&
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STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-3276

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME;

7. UNITor CA AGREEMENTNAME:
Do not use this form for proposals to drillnew wells, significantly deepen existingwells below currentbottom-hole depth, reenter plugged wells, or to NATURALBUTTES UNITdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OILWELL GAS WELL OTHER NBU 1022-16C

2. NAMEOF OPERATOR: 9. API NUMBER:

WESTPORT OIL& GAS COMPANYL.P. 4304735947
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1368 S. 1200 E.
ciTy

VERNAL UT ,,84078 (435) 781-7024 NATURALBUTTES
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 695'FNL & 2163'FWL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NENW 16 108 22E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SlDETRACKTO REPAIRWELL

Approximate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGRËPAIR

O CHANGETUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATER SHUT-OFF
Date of woA completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: PRODUCTION

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION START-UP

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE SUBJECT WELL LOCATIONWAS PLACEDON PRODUCTIONON 9/11/05 AT 10:30 AM

PLEASE REFER TO THE ATTACHEDCHRONOLOGICALWELLHISTORY.

NAME(PLEASEPRINT) SHEILAUPCHEGO TITLE REGULATORY ANALYST

SIGNATURE DATE 9/13/2005

(This space for State use only) ECEIVED
SEP20 2005

(5/2000) (See Instructions on Reverse S (f )' 000LG AS&lÆNIN
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WESTPORT OIL & GAS COMPANY, LP

CHRONOLOGICAL HISTORY

NBU 1022-16C

SPUD Surface Casing Activity Status
Air Rig

06/24/05 Build Location, 5% complete Pioneer38

06/27/05 Build Location, 10% complete Pioneer38

06/28/05 Ruild Location, 10% complete Pioneer38

06/29/05 Build Location, 10% complete Pioneer38

06/30/05 Build Location, 20¾ complete Pioneer38

07/01/05 Build Location, 20% complete Pioneer38

07/04/05 Build Location, 40% complete Pioneer38

07/05/05 Build Location, 40% complete Pioneer38

07/06/05 Build Location, 40¾ complete Pioneer38

07/07/05 Build Location, 50% complete Pioneer38

07/08/05 Build Location, 50% complete Pionœr38

07/11/05 Ruild Location, 50% complete Pioneer38

07/12/05 Build Location, 55% complete Pioneer38

07/13/05 Build Location, 90% complete Pioneer38

07/14/05 Ruild Location, 90% complete Pitmeer38

07/15/05 Build Location, 90% complete Pionecr38

07/18/05 Location Built, WORR Pioneer38

07/19/05 Location Built, WOBR Pionor38

07/20/05 Location Built, WORR Pioneer38

07/21/05 Location Built, WOBR Pioneer38

07/22/05 Location Built, WOBR Pioneer38

RECEIVED
07/25/05 7/23/05 MIAR. Drill to 1990' Pioneer38

SEP2O2005
DIVOFÛ!L,GAS&



07/26/05 7/23/05 MIAR. Drill to 1990' Pioneer38

07/27/05 7/23/05 9 5/8" @1951' Run Surf esg. Pioneer38

07/28/05 7/23/05 9 5/8" @1951' Run Surf csg. Pioneer38

07/29/05 7/23/05 9 5/8" @1951' Run Surf csg. Pioneer38

08/01/05 7/23/05 9 5/8" @1951' Run Surf csg. Pioneer38

08/02/05 7/23/05 9 5/8" @1951' Run Surf csg. Pioneer38

08/03/05 7/23/05 9 5/8" @1951' Run Surf esg. Pionœr38

08/04/05 7/23/05 9 5/8" @1951' Run Surf esg. Pioneer38

08/05/05 7/23/05 9 5/8" @1951' Run Surf esg. Pioneer38

08/08/05 7/23/05 9 5/8" @1951' Run Surf csg. Pioneer38

08/09/05 7/23/05 9 5/8" @1951' Run Surf esg. Pionœr38

08/10/05 TD: 1990' Csg. 9 5/8" @1955' MW: 8.3 SD: 8/XX/05 DSS: 0
Move Pioneer 38 from NBU 1022-16A to 1022-16C. Rig up rotary tools. NU and test BOPE @
report time.

08/11/05 TD: 2345' Csg. 9 5/8" @1955' MW: 8.3 SD: 8/10/05 DSS: 1
Finish testing BOPE. RIH w 7 7/8" PDC bit and MM and drill cement and FE. Drill to
2345'. Run out of diesel. WO load of diesel @report time.

08/12/05 TD: 3350' Csg. 9 5/8" @1955' MW: 8.4 SD: 8/10/05 DSS: 2
WO load of diesel. Drill from 2345'-3350'. DA @report time.

8/15/05 TD: 6486' Csg. 9 5/8" @1955' MW: 9.2 SD: 8/10/05 DSS: 5
Drill from 3350'-6486'. DA @report time.

08/16/05 TD: 7090' Csg. 9 5/8" @1955' MW: 10.3 SD: 8/10/05 DSS: 6
Drill from 6486'-7090'. DA @report time.

08/17/05 TD: 7690' Csg. 9 5/8" @1955' MW: 10.3 SD: 8/10/05 DSS: 7
Drill from 7090'-7690'. DA @report time.

08/18/05 TD: 8095' Csg. 9 5/8" @1955' MW: 11.2 SD: 8/10/05 DSS: 8
Drill from 7690'-8095'. Raise mud weight for bit trip. TFNB @report time.

08/19/05 TD: 8367' Csg. 9 5/8" @1955' MW: 12.2 SD: 8/10/05 DSS: 9
TFNB. Drill from 8065'-8367'. POOH for plugged string @report time.

08/22/05 TD: 8611' Csg. 9 5/8" @1955' MW: 12.2 SD: 8/10/05 DSS: 12
Finish POOH. Change out mud motor. Drill from 8367'-8611' TD. CCH and short trip to
5300'. CCH and POOH for logs. Run triple Combo. RIH aud CCH for casing. POOH and
lay down drill string. Run and cement 4 ½" Production Casing. Set slips. Clean mud tanks
@report



g g
08/23/05 TD: 8611' Csg. 9 5/8" @1955' MW: 12.2 SD: 8/10/05 DSS: 12

Clean mud tanks and release rig. Rig down rotary tools. Prepare to move to NBU 1022-8N
this am.

09/02/05 PROG: 7:00 AM HELD SAFETY MEETING. ROAD RIG FROM NBU 1022-16A TO NBU
1022-16C. RU RIG & SPOT EQUIPMENT, PU 3-7/8" MILL & SUB & DRIFT & TALLY 279
JTS 2-3/8" J-55 4.7# TBG, RU RIG PMP. CIRC WL CLEAN @PBTD OF 8,539'. SWI SDFWN
5:00 PM.

09/06/05 PROG: 7:00 AM HELD SAFETY MEETING. POOH LD 26 JTS SB 126 STANDS OF 2-3/8" J-55
TBG, MIRU CUTTERS RIH & RUN CEMENT BOND LOG TAG PBTD @8,540' CEMENT TOP

@400', GOOD BOND, MIRU B&C QUICK TEST, PRESS TEST CSG & FRAC VALVES TO
7,500#, GOOD TEST. RDMO B&C QUICK TEST. RIH W/3-3/8" EXP GUNS 23 GRM .35 HOLES
90 DEG PHASING & PERF "/,920'-7,922' 4SPF, 8,070'-8,073' 4SPF, 8,319'-8,324' 4SPF (40
HOLES) POOH W/WIRE LINE SWI SDFWE 4:00 PM.

09/07/05 PROG: 6:00 AM HELD SAFETY MEETING. MIRU SCHLUMBERGER & CUTTERS TO
FRAC & PERF PRESS TEST SURFACE LINES TO 8,750# GOOD TEST NO LEAKS.

STAGE 1: BRK 3315# @3.0 BPM, ISIP: 2,532#, FG: .75. PMP 65 BBLS @40.3 BPM @
5,470# 35 OF 40 HOLES OPEN. MP: 5,740#, MR: 40.5 BPM, AP: 4,584#, AR: 39.5 BPM, ISIP:
3,675, FG: .89, NPI: 1,143#, PMP 2,170 BBLS YF 120 ST+, 273,100 # 20/40 SD, 400#
PROPNET.

STAGE 2: RIH W/3-3/8" EXP GUNS 23 GRM .35 HOLE 90 DEG PHASING & CBP SET
HALLIBURTON 5K CBP @7,507' & PERF 7,074'-7,080' 4SPF, 7,326'-7,330' 4SPF & 7,473'-
7,477' 4SPF 56 HOLES BRK 2,842# @4.8 BPM, ISIP: 2,133#, FG: .73. PMP 20 BBLS @52.3
BPM @5,450# 46 OF 56 HOLES OPEN. MP: 5,783#, MR: 52.8 BPM, AP: 4,386#, AR: 51.9
BPM, ISIP: 2,573, FG; .79, NPI: 440#, PMP 3,465 BBLS YF 120 ST+, 478,400 # 20/40 SD,
600# PROPNET

STAGE 3: RIH W/3-3/8" EXP GUNS 23 GRM .35 HOLE 90 DEG PHASING & CBP SET
HALLIBURTON 5K CBP @6,748' & PERF 6714'-6718' 4SPF, & 6616'-6622' 4SPF 40 HOLES
BRK 2,892# @3.9 BPM, ISIP: 1,538#, FG: .67 PMP 20 BBLS @35.3 BPM @3,777# 36 OF 40
HOLES OPEN. MP: 3,798#, MR: 35.5 BPM, AP: 3,049#, AR: 35.1 BPM, ISIP: 2,451, FG: .81,

NPI: 913#, PMP 1,321 BBLS YF 118 ST+, 170,500 # 20/40 SD, 250# PROPNET.

STAGE 4: RIH W/3-1/8" PORTED GUNS 12 GRM .34 HOLE 90 DEG PHASING & CBP SET
HALLIBURTON 5K CBP @6,295' & PERF 6,032'-6,036' 4SPF, & 6,246'-6,254' 4SPF 36
HOLES BRK 2,209# @3.7 BPM, ISIP: 1,645#, FG: .71. PMP 20 BBLS @25.7 BPM @2,750#
36 OF 36 HOLES OPEN. MP: 3,658#, MR: 25.9 BPM, AP: 2,495#, AR: 25.8 BPM, ISIP: 2,237,
FG: .80, NPI: 592#, PMP 812 BBLS YF 118 ST+, 99,400 # 20/40 SD, 150# PROPNET.

STAGE 5: RIH W/3-l/8" PORTED GUNS 12 GRM .34 HOLE 90 DEG PHASING & CBP SET
HALLIBURTON 5K CBP@ 5,433' & PERF 5,118'-5,122' 4SPF, & 5,396'-5,403' 4SPF 44
HOLES BRK 3,230# @3.9 BPM, ISIP: 880#, FG: .61. PMP 20 BBLS @25.7 BPM @2,535#
44 OF 44 HOLES OPEN. MP: 2,735#, MR: 25.9 BPM, AP: 2,346#, AR: 25.8 BPM, ISIP: 2,203,
FG: .86, NPI: 1323#, PMP 784 BBLS YF l18 ST+, 101,000 # 20/40 SD, 150# PROPNET (KILL
PLUG) RIH SET HALLIBURTON 5K CBP @5,050' RDMO CUTTERS & SCHLUMBERGER.
ND FRAC VALVES NU BOP. RU PWR SWVL SPOT TBG TRAILER. SWI SDFN 5:00 PM.

09/08/05 PROG: 7:00 AM HELD SAFETY MEETING. PU 3-7/8" BIT & FAST EDDIE POBS RIH
W/165 JTS OF 2-3/8" J-55 TBG BRK CIRC. W/RIG PMP
C/O 10' OF SD TAG PLG #1 @5,050' DRL PLG IN 7 MIN 100# INCREASE RIH
C/O 30' OF SD TAG PLG #2 @5,433' DRL PLG IN 10 MIN 700# INCREASE



O O
C/O 45' OF SD TAG PLG #3 @6,295' DRL PLG IN 10 MIN 500# INCREASE RIH
C/O 30' OF SD TAG PLG #4 @6,748' DRL PLG IN 12 MIN 750# INCREASE RIH
CIRC SD OFF PERFS 7,326' TO 7,477' TOTAL OF 175' RIH TAG PLUG #5 DRL PLUG IN 15
MIN 500# INCREASE C/O 191' OF SD TO 8,432' PBTD. RD PWR SWVL, POOH LD 31 JTS
LAND TBG 248 JTS 2-3/8" J-55 4.7# EOT @7,613.29', DROP BALL TO SHEAR OFF BIT, ND
BOP NU WH PMP OFF BIT @2,100#, TURN WL OVER TO FLW TESTERS RD RIG SDFN5:00
PM.

09/09/05 PROG: WELL ON FLOWBACK. FLOWBACK REPORT: CP:475, TP:650, CHK 22, BWPH 45,
HRS 24, SD:LIGHT , ORIGINAL BLTR: 8,552 BBLS, TODAY'S BBLS: 1,080 BBLS,
REMAINING LTR: 5,222 BBLS, TOTAL LOAD REC TO DATE: 3,330 BBLS.

09/12/05 PROG: WELL ON FLOWBACK, FLOWBACK REPORT: CP: 1850#, TP: 950#, 22/64 CHK, 15
BWPH, 24 HRS, SD: CLEAN, TTL BBLS FLWD: 500, TODAYS LTR: 4472 BBLS, LOAD
REC TODAY: 500 BBLS, REMAINING LTR: 3972 BBLS, TOTAL LOAD REC TO DATE:
4580 BBLS.

WELL WENT ON SALES: 9/11/05, 10:30AM. 1300MCF, 23/64 CHK, SICP: 1779#, FTP: 855#,38
BWPH. FINAL REPORT FOR COMPLETION.

09/13/05 ON SALES
09/11/05: 704 MCF, OBC, 751 BW, TP: 743#, CP: 1534#, 23/64 CHK, 19.5 HRS, LP:



STATE OF UTAH AMENDEDREPORT FORM 8
DEPARTMENTOF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL,GAS AND MINING 5. LEASE DESIGNATIONANDSERIAL NUMBER:
ML-3276

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

ia. TYPE OF WELL: OELL WESLL DRY OTHER 7. UNITor CA AGREEMENTNAME
NATURALBUTTES UNIT

b. TYPE OF WORK; 8. WELLNAMEand NUMBER:
NEEW HORZ. NEEP-

N RY
DREFSFŸR

OTHER NBU 1022-16C
2. NAMEOF OPERATOR: 9. API NUMBER:

WESTPORT OIL & GAS COMPANYL.P. 4304735947
3. ADDRESSOF OPERATOR: PHONE NUMBER; 10 FIELD ANDPOOL, OR WILDCAT

1368 S. 1200 E. cru VERNAL sTAve UT >84078 (435) 781-7024 NATURALBUTTES
4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
AT SURFACE; 695'FNL &2163'FWL NENW 16 10S 22E
AT TOP PRODUCING INTERVALREPORTED BELOW:

12. COUNTY 13. STATE
ATTOTALDEPTH; UINTAH UTAH

14. DATESPUDDED; 15. DATET.D REACHED: 16 DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT. GL):

7/15/2005 8/22/2005 9/11/2005 ABANDONED READYTO PRODUCE 2 5196'GL
18. TOTALDEPTH: MD 8,611 19. PLUG BACKTD Mo 8,539 20. IF MULTIPLECOMPLETIONS, HOW MANYT* 21. DEPTH BRIDGE MD

PLUGSET;
TVD TVD TVD

22. TYPE ELECTRICANDOTHER MECHANICALLOGS RUN (Submit copyofeach) 23.

WASWELLCORED7 NO YES (Submkanadsis)CBL-CCL-GR /Nð - Â4r NEN M -/NO
WAS DST RUN7 NO YES (Submit repoit)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE Sl2E/GRADE WEIGHT (#/ft.) TOP (MD) BOTTOM(MD)
STAGE CEMENTER CNEMENFMTYCKES

VO
UœME

BL) CEMENT TOP ** AMOUNTPULLED

20" 14" STL 54# 40 28

12 1/4" 9 5/8 H-40 32.3# 1,990 675

7 7/8" 4 1/2 I-80 11.6# 8,611 1465

25. TUBINGRECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 3/8" | 7,613
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot -MD) SIZE NO. HOLES PERFORATIONSTATUS

(A) WASATCH 5,118 6,254 5.118 6.254 0.34 80 op•n Squeezed

(8) MESAVERDE 6,616 8,324 6,616 8.324 0.35 136 09•¤ Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SOUEEZE. ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

5118'-6254' PMP 1596 BBLSYF118ST &200,400#20/40 JORDAN SD
6616'-8324' PMP 6956 BBLSYF120ST &922,000# 20/40 JORDAN SD

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY P ROD
O SUNDRY NOTICEFOR PLUGGINGANDCEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUEDON BACK) RECEIVED
OCTO4 2005

DIV.0F01L,GAS&



31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED; TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD, METHOD:

9/11/2005 9/12/2005 24 RATES: 0 1,367 660 FLOWING
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

23/64 605 1,289 RATES: * O 1,367 660 PROD
INTERVALB (As shown in item #26)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL; PROD. METHOD:

9/11/2005 9/12/2005 24 RATES: 0 1,367 660 FLOWING
CHOKE SIZE; TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL -- BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS

23/64 605 1,289 RATES: -' 0 1,367 660 PROD
INTERVALC (As shown in Item #26)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED; TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS
RATES; *

INTERVALD (As shown in item #20)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED; TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES;

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS AS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS
RATES: ->

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

SOLD
33, BUMMARY OF POROUS ZONES (include Aquifers); 34. FORMATION(Log) MARKERS:

Show all important zones of porosity and contents thereof Cored intervals and alldrill-stem tests, including depth interval
tested, cushionused, time tool open,flowingand shut-inpressures and recoveries.

Formation Descriptions, Contents, etc. Name (MeasumodpDepth)

WASATCH 4,250 6,681
MESAVERDE 6,681

35. ADDITIONALREMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASEP ) HEILAþPC EGO TITLE REGULATORY ANALYST

SIGNATUR DATE 9/28/2005

This reportmustbe submittedwithin 30 days of
• completingor plugging a newweil e reentering a previouslyplugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantlydeepening an existingwell bore below the previous bottom-hole depth
a recompleting to a different producing formation e drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top --Show how reported top(s)of cement were determined (circulated (CIR),calculated (CAL),cement bond log (CBL),temperature survey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X Change of Operator (Well Sold) Operator Name Change/Merger

The operator of the well(s) listed below has changed, effective: 1/6/2006
FROM: (oldOperator); TO: ( New Operator):
N2115-Westport Oil & Gas Co., LP N2995-Kerr-McGee Oil & Gas Onshore, LP

1368 South 1200 East 1368 South 1200 East
Vernal, UT 84078 Vernal, UT 84078

Phone: 1-(435) 781-7024 Phone: 1-(435) 781-7024

CA No. Unit: NATURAL BUTTES UNIT
WELL NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 5/10/2006
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 5/10/2006
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 3/7/2006
4a. Is the new operator registered in the State of Utah: YES Business Number: 1355743-0181

4b. If NO, the operator was contacted contacted on:
Sa. (R649-9-2)Waste Management Plan has been received on: IN PLACE
5b. Inspections of LA PA state/fee well sites complete on; n/a 3 LAwells & all PA wells transferred
5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM 3/27/2006 BIA not yet

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 3/27/2006

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on; n/a

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 5/15/2006
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 5/15/2006
3. Bond information entered in RBDMS on; 5/15/2006
4. Fee/State wells attached to bond in RBDMS on: 5/16/2006
5. hijection Projects to new operator in RBDMS on:
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a Name Change Only
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: COl203
2. Indian well(s) covered by Bond Number: RLB0005239
3. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number RLBOOO5236
a. The FORMER operator has requested a release of liability from their bond on: n/a rider added KMG

The Division sent response by letter on:
LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 5/16/2006
COMMENTS:

KMG (Westoorn NBU U FORM A.xis



' Form3160.5 UNITEDSTATES '°""^***°YE
(August 1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR apiesinovemter 30,2000
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRYNOTICESANDREPORTSON WELLS MULTIPLELEASES
Do not use thIs form for proposals to drill or reenter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD)for such proposals.

7. If Unit or CA/Agreement, Name and/or No.
SUBMITIN TRIPLICATE- Other InstructIons on reversesIde

I. Typeof Well

O oil wen U Gas Well O Other 8. Well Name andNo.
2. NameofOperator MUTIPLEWELLS
KERR-McGEE OIL &GAS ONSHORELP 9. API Well No.
3a. Address 3b. Phone No (include area code)
1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 10. Field and Pool, or ExploratoryArea
4. Location of Well (Footage, Sec., T. R., M., or Survey Description)

11, County or Parish, State
SEE ATTACHED

UINTAHCOUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, R iPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ONoticeonntent Q Acidize O Deepen O Poduction(StanÆesume)O WaterSiut-Off
O Alter Casing Q Fracture Treat Q Reclamation O wellInteety

Subsequent Repon Q Casing Repair O New Construction Q Recomplete Other CHANGE OF
O Change Plans O Plug and Abandon Q Temporarily Abandon OPERATOR

O Final Abandonment Notice O Converno Injection Q Plug Back Q Water Disposal

13. DescribeProposedorCompletedOperations(clearlystateall pertinentdetails,includingestimatedstartingdateof anyproposedworkand approximatedurationthereof
If the proposalis to deependirectionallyor recompletehorizontally,give subsurfacelocationsand measuredand true verticaldepths of all pertinentmarkersand zones,
Attach the Bond under which thework will be performedor providethe Bond No on file with BLM/BIA Requiredsubsequentreports shall be filed within 30 days
followingcompletionof the involvel operations. If the operationresults in a multiplecompletionor recompletion ina new interval,a Fonn 316Œ4shallbe filedonce
testing has beencompleted. Final AbandonmentNotices shallbe filed only after all requirements,includingreclamation, have beencompleted,and the operatorhas
determinedthat the site isready for finalinspection.

PLEASE BE ADVISED THAT KERR-McGEE OIL&GAS ONSHORE LP, IS CONSIDERED TO BE THE RECEIVEDOPERATOR OF THE ATTACHED WELL LOCATIONS. EFFECTIVE JANUARY 6, 2006.
KERR-McGEE OIL &GAS ONSHORE LP, IS RESPONSIBLE UNDER TERMS AND CONDITIONS MAYl Û2006
OF THE LEASE(S) FOR THE OPERATIONS CONDUCTED UPON LEASE LANDS. BOND COVERAGE
IS PROVIDED BY STATE OF UTAH NATIONWIDEBOND NO. RLBOOOS237. LIV.0FOIL,GAS&MININGam som - awaos APPROVEDJilg6

Nat rinted/Typed) Title Earlene Russell,EngineeringTecimiolan
Y AY DRILLINGMANAGER

ture | Date
May9, 2006

I THISSPACE FOR FEDERALOR STATEUSE
Approved by Title Date

Cottlitions of approval, ifany, are attached Approval of thisnotice does not warrant or Office
certify thatthe applicant holds legal or equitable titleto those rights in the subject lease
which would entitle theapplicant to conduct operations thereon.
Title 18U.S.C.Section 1001,make ita crime forany personknowinglyand willfully to make to anydepartmentor agencyof theUnitedStatesany
false,fictitiousor fraudulentstatementsor representations as to any matterwithinitsjurisdiction.

(Instructions on



. Forrn316 5 UNITED STATES "°RM^"" °YE
(August 1999) OMB No. 1004-0135

DEPARTMENT OF THE INTERIOR apiresJuovemter3o,2000
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRYNOTICESANDREPORTS ONWELLS MULTIPLELEASES
Do not use this form for proposals to dr/II or reenter an 6. If Indian, Allottee or Tribe Name
abandoned we/I, Use Form 3160.3 (APD)for such proposals.

7. If Unit or CA/Agreement, Name and/or No
SUBMITIN TRIPLICATE- Other InstructIons on reverse side

1. Type of Well

O oil well U oaswell O Other 8. Wel1Name and No,
2. NameofOperator MUTIPLEWELLS
WESTPORT OIL&GAS COMPANY L.P, 9. API Well No.
3a. Address 3b. Phone No. (include area code)
1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T.,R., M, or Survey Description)

1I. County or Parish, State
SEE ATTACHED

UINTAHCOUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, R:PORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent O ^cidize O Deeren O Production (StardResume) O watershutou
O xitercasing O vractureTreat O accla==tion O weninteety

Subsequent Report Q Casing Repair O New Construction Q Recomplete Other CHANGE OF
O Change Plans O Plug and Abandon O Temporarily Abandon OPERATOR

O Final Abandonment Notice O convertto injection O Plug Back O w=ter ispos=I
13. DescribeProposedor CompletedOperations(clearly state all pertinent details,includingestimated starting date of anyproposedworkandappmximatedurationthereoflf the proposalis to deependirectionallyor recomplete horizontally,give subsurfacelocationsand measuredandtrue verticaldepths of all pertinentmarkers and zones.Attadi the Bond underwhichthe work will be performedor providethe BondNo. on file with BLM/BIA Requiredsubsequentreportsshall be filed within30 daysfollowingcompletionof the involv«1operations If the operationresults in a multiplecompletionor recompldionin a new interval,a Fomi 31604 shallbe filedoncetesting has been completed, Final AbandonmentNotiœs shallbe filedonly afta all requirements,includingreclamation, have been completed, and the operatorhasdeterminedthat the site isreadyfor finalinspection.

EFFECTIVE JANUARY 6, 2006, WESTPORT OIL & GAS COMPANY L.P., HAS RELINQUISHED
THE OPERATORSHIP OF THE ATTACHED WELL LOCATIONS TO KERR-McGEE OIL & GAS
ONSHORELP.

APPROVEDJ /..#,./..6..... RECEIVED
DivisionofOlt,OasandMining
Earlene Russell, EngineeringMkk nonr QB,,WF ? MIMNO14. I hereby certify that the foregoing is true and cortect

Name (Printed/7pped) Title
BRAD LANEY ENGINEERING SPECIALIST
Signature Date

May9, 2006
THISSPACE FOR FEDERAL OR STATEUSE

Ap ed by Title Date

Conditions of appio
, are a Approval of thisnotice does not warrant or Office

certify thatthe applicant holds leg equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon.
Title 18 U.S.C. Section 1001, makeit a crime forany personknowinglyand willfully to make to any departmentor agencyofthe UnitedStatesanyfalse,fictitiousor fraudulentstatementsor representationsas to anymatterwithinitsjurisdiction.

(Instructions on



O
' STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-3276
6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, signifcantly deepen existingwells below currentbottom-hole depth, reenter plugged wells, or to UNIT#891008900Addll horizontal laterals. Use APPLICATION FOR PERMIT TO DRlLLform forsuch proposals.
1.TYPEOFYVELL 8. VVELLNAMEandNUMBER:

OIL WELL GAS WELL / OTHER NBU 1022-16C
2.NAMEOFOPERATOR: 9.APINUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304735947
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1368 SOUTH 1200 EAST VERNAL
srATE UT ,84078 (435) 781-7024 NATURAL BUTTES

4. LOCATION OF WELL

FOOTAGESATSURFACE: 695'FNL, 2163'FWL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERlDIAN: NENW 16 10S 22E STATE:
UTAH

11 CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

6/23/2008 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAlR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of wod completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE OPERATOR REQUESTS AUTHORIZATIONTO PERFORM A WATER SHUT-OFF ON THE SUBJECT WELL
LOCATION. THE OPERATOR PROPOSES TO SQUEEZE THE PERFORATIONS FROM 5118'-5122'.

PLEASE REFER TO THE ATTACHEDWATER SHUT-OFF PROCEDURE.

COPYSENTTOOPERATOR

Date: (9 ' N ' R$
Initials:

NAME(PLEASEPRINT) SHEILA UPCHEGO TITLE SENIOR LAND ADMIN SPECIALIST

SIGNATURE DATE 6/18/2008

(ThisspaceforStateuseonly) APPROVEDBy y IAlb
OF UTAH DIVISIONgŠ RECEIVED
OIL, GA,S,AN

DAT . 3 JUN19 2003
(5/2000) el t Reverse Side)

DIV.OFOIL,GAS&



NBU 1022-16C WATER SHUT-OFF PROCEDURE

1) MIRU. N/D WH. N/U BOPE. POOH W/TUBING (EOT - 7613')

2) P/U BIT AND CLEAN-OUT WELL TO 8558' (PBTD). POOH.

3) R/U WIRELINE AND LUBRICATOR. RIH W/4-l/2" CBP ON WIRELINE AND
SET SAME @~5185'. POOH. RIH W/4-l/2" CICR ON TUBING AND SET
SAME @~5020'.

4) FILL HOLE AND PRESSURE TEST CASING TO 2000 PSI. STING INTO CICR
AND ESTABLISH INJECTION RATE.

5) R/U CEMENT COMPANY AND PUMP RECOMMENDED CEMENT JOB
INTO PERFORATIONS AT 5118-5122'. REVERSE CIRCULATE TUBING
CLEAN. POOH W/STINGER. WOC.

6) RIH W/ 3-7/8" BIT. D-O CICR AND CEMENT TO ~5140'. PRESSURE TEST
CASING AND PERFORATIONS TO 1500 PSI FOR 10 MINUTES.
RESQUEEZE IF NECESSARY. POOH.

7) RIH W/ 3-7/8" BIT AND POBS. D-O CBP AND C-O TO PBTD @~8558'.

8) P/U TUBING AND LAND SAME AT ~7600'. PUMP-OFF BIT AND SUB.
SHUT-IN FOR 30 MINUTES TO ALLOW BIT TO FALL TO BOTTOM.

9) N/D BOPE. N/U WH. RDMO AND RTP. SWAB WELL IN IF



NBU 1022-16C
RIG MAINTENANCE JUNE 2008

Relevant History

• SEPT 2005: Completed with 5 x-linked gel frac stages in the Mesa Verde and Wasatch. C-O
well to 8432'. Landed tubing at 7613' and pumped-off bit. PBTD@8558'. Deepest
perforation - 8324'.

• AUG 2006: Fish plunger and spring. Ran broach to SN. Scale from 6800' to 7603'.

• JUN 2007: Fish plunger and spring. Ran broach to SN. Tubing had a little scale. TD@8302'.

Notes:

• Be sure that plunger and spring are removed before beginning operations.

• This well has been flowing for the last few weeks and is not expected to have H2S. Although
use H2S monitoring devices as appropriate.

• All squeeze work will require BLM approval before conducting operations. After the
temperature log is run, consult with Engineering for procedure to squeeze perfs and submit to
BLM.

Symptoms

• Well has high water production and is difficult to maintain stable flow.

Prognosis

• C-O well and cement squeeze perforations from 5118-5122'. Maintain tubing depth at 7600'.

Procedure Outline

• MIRU. N/D WH and N/U BOPE. Unland tubing at 7613' and POOH.

• P/U Bit and C-O well to 8558' (PBTD). POOH.

• Consult with Engineering on procedure to squeeze perfs.

• RDMO and RTP. Swab in if necessary.

lsa



NBLI1022-16C: 6/17/2008 (KB-Grd: 16.0ft)
ftKB(MD) Schematic - Actual

16 --- -.

.
3.1, Hanger, 4 1/2, 3.958, 16.0, 1.017

45 2.1, Casing, 4 1/2, 4.000, 16.0, 29.2
1398204

1.1, Casing, 9 5/8, 9.001, 16.0, 1908.0

1925

1969
1.2, Float Collar,9 5/8, 9.001, 1924.0, 1.4

1970 1.3, Casing, 9 5/8, 9.001, 1925.4, 43.6
1990

4311 ¯ 1.4, Float Shoe, 9 5/8, 9.001, 1969.0, 1.0

4332

5118
L3.2, Tubing, 2 32, 1.995, 17.0, 7594.9

5396 '

5403 - - 2.3, Marker Joint, 4 1/2, 4.000, 4310.6, 21.0

6032 -

- Wasatch - Open, 5118.0-5122.0, 9Æl2005
6036 -

6249 Wasatch - Open, 5396.0-5403.0, 9Æt2005
6254

6616 Wasatch - Open, 6032.0-6036.0, 9Æ/2005

6622 -

Wasatch - Open, 6249.0-6254.0, 9Æl2005
6714 -

6718 MESA VERDE - Open, 6616.0-6622.0, 9Æl2005
7074

7080 MESAVERDE- Open, 6714.0-6718.0, 9Æl2005

7326 -

- - MESA VERDE- Open, 7074.0-7080.0, 96/2005
7330 -

7473 -

-- MESAVERDE- Open, 7326.0-7330.0, 9Æl2005
7477

7612 MESAVERDE- Open, 7473.0-7477.0, 9Æl2005

7613

7920 +-
3.3, Profile Nipple, 2 3Æ, 1.995, 7611.9, 1.4

7922 MESA VERDE - Open, 7920.0-7922.0, 9/2/2005
8070

8073 Mesaverde - Open, 8070.0-8073.0, 9/2/2005

8319 -

- - - -MESA VERDE-Open, 8319.0-6324.0, 912/2005
8324

8557 2.4, Casing; 4 1/2, 4.000, 4331.7, 4225.0

8558 / 2.5, Float Collar, 4 1/2, 4.000, 8556.7, 1.5

8603

8604 2.6, Casing, 4 1/2, 4.000, 8558.2, 44.5

8611
2.7, Float Shoe, 4 1/2, 4.000, 8602.7,1.3

8623

lsa



Anadarko Petroleum Corporation
1368 S. 1200 East
Vernal, UT 84078

CHRONOLOGICAL WELL HISTORY

NBU 1022-16C
NENW, SEC. 16, T10S, R22E
UINTAH COUNTY, UT
TD:
PBTD:
PERFS: (\.E. 5172'--9162' WASIMV)
EOT: (1.E. 2 3/8" J55 @8155')

COMPLETION: AFE#
09/02/05 PROG: 7:00 AM HELD SAFETY MEETING. ROAD RIG FROM NBU 1022-16A TO NBU 1022-

16C. RU RIG & SPOT EQUIPMENT, PU 3-7/8" MILL& SUB & DRIFT & TALLY279 JTS 2-3/8"
J-55 4.7# TBG, RU RIG PMP. CIRC WL CLEAN @PBTD OF 8,539'. SWI SDFWN 5:00 PM.

09/06/05 PROG: 7:00 AM HELD SAFETY MEETING. POOH LD 26 JTS SB 126 STANDSOF 2-3/8" J-55
TBG, MIRU CUTTERS RIH & RUN CEMENT BOND LOG TAG PBTD @8,540' CEMENT TOP
@400', GOOD BOND, MIRU B&C QUICK TEST, PRESS TEST CSG & FRAC VALVES TO
7,500#, GOOD TEST. RDMO B&C QUICK TEST. RIH Wl3-3/8" EXP GUNS 23 GRM .35 HOLES
90 DEG PHASING & PERF 7,920'-7,922'4SPF, 8,070'-8,073'4SPF, 8,319'-8,324'4SPF (40
HOLES) POOH W/WIRE LINE SWI SDFWE 4:00 PM.

09/07/05 PROG: 6:00 AM HELD SAFETY MEETING. MIRUSCHLUMBERGER & CUTTERS TO FRAC &
PERF PRESS TEST SURFACE LINES TO 8,750# GOOD TEST NO LEAKS.

STAGE 1: BRK 3315# @3.0 BPM, ISIP: 2,532#, FG: .75. PMP 65 BBLS @40.3 BPM @5,470#
35 OF 40 HOLES OPEN. MP: 5,740#, MR: 40.5 BPM, AP: 4,584#, AR: 39.5 BPM, ISIP: 3,675,
FG: .89, NPI: 1,143#, PMP 2,170 BBLS YF 120 ST+, 273,100 #20/40 SD, 400# PROPNET.

STAGE 2: RIH Wl3-3/8" EXP GUNS 23 GRM .35 HOLE 90 DEG PHASING & CBP SET
HALLIBURTON 5K CBP @7,507' & PERF 7,074'-7,080' 4SPF, 7,326'-7,330' 4SPF & 7,473'-
7,477' 4SPF 56 HOLES BRK 2,842# @4.8 BPM, ISIP: 2,133#, FG: .73. PMP 20 BBLS @52.3
BPM @5,450# 46 OF 56 HOLESOPEN. MP: 5,783#, MR: 52.8 BPM, AP: 4,386#, AR: 51.9 BPM,
ISIP: 2,573, FG: .79, NPl: 440#, PMP 3,465 BBLS YF 120 ST+, 478,400 # 20/40 SD, 600#
PROPNET

STAGE 3: RIH Wl3-3/8" EXP GUNS 23 GRM .35 HOLE 90 DEG PHASING & CBP SET
HALLIBURTON 5K CBP @6,748' & PERF 6714'-6718' 4SPF, & 6616'-6622' 4SPF 40 HOLES
BRK 2,892# @3.9 BPM, ISIP: 1,538#, FG: .67 PMP 20 BBLS @35.3 BPM @3,777#36 OF 40
HOLES OPEN. MP: 3,798#, MR: 35.5 BPM, AP: 3,049#, AR: 35.1 BPM, ISIP: 2,451, FG: .81,

NPI: 913#, PMP 1,321 BBLS YF 118 ST+, 170,500 #20/40 SD, 250# PROPNET.

STAGE 4: RlH Wl3-1/8" PORTED GUNS 12 GRM .34 HOLE 90 DEG PHASING & CBP SET
HALLIBURTON 5K CBP @6,295' & PERF 6,032'-6,036' 4SPF, & 6,246'-6,254' 4SPF 36 HOLES
BRK 2,209# @3.7 BPM, ISIP: 1,645#, FG: .71. PMP 20 BBLS @25.7 BPM @2,750# 36 OF 36
HOLES OPEN. MP: 3,658#, MR: 25.9 BPM, AP: 2,495#, AR: 25.8 BPM, ISIP: 2,237, FG: .80,

NPI: 592#, PMP 812 BBLS YF 118 ST+, 99,400 #20/40 SD, 150# PROPNET.

lsa



STAGE 5: RIH Wl3-1/8" PORTED GUNS 12 GRM .34 HOLE 90 DEG PHASING & CBP SET
HALLIBURTON 5K CBP@ 5,433' & PERF 5,118'-5,122' 4SPF, & 5,396'-5,403' 4SPF 44 HOLES
BRK 3,230# @3.9 BPM, IStP: 880#, FG: .61. PMP 20 BBLS @25.7 BPM @2,535# 44 OF 44
HOLES OPEN. MP: 2,735#, MR: 25.9 BPM, AP: 2,346#, AR: 25.8 BPM, ISIP: 2,203, FG: .86,

NPI: 1323#, PMP 784 BBLS YF 118 ST+, 101,000 #20/40 SD, 150# PROPNET (KILLPLUG)
RIH SET HALLIBURTON 5K CBP @5,050' RDMO CUTTERS & SCHLUMBERGER. ND FRAC
VALVES NU BOP. RU PWR SWVL SPOT TBG TRAILER. SWI SDFN 5:00 PM.

09/08/05 PROG: 7:00 AM HELD SAFETY MEETING. PU 3-7/8" BIT & FAST EDDIE POBS RIH Wl165
JTS OF 2-3/8" J-55 TBG BRK CIRC. WlRIG PMP
CIO 10' OF SD TAG PLG #1 @5,050' DRL PLG IN 7 MIN 100# INCREASE RIH
C/O 30' OF SD TAG PLG #2 @5,433' DRL PLG IN 10 MIN700# INCREASE RIH
ClO 45' OF SD TAG PLG #3 @6,295' DRL PLG IN 10 MIN 500# INCREASE RIH
C/O 30' OF SD TAG PLG #4 @6,748' DRL PLG IN 12 MIN 750# INCREASE RIH
CIRC SD OFF PERFS 7,326' TO 7,477' TOTAL OF 175' RIH TAG PLUG #5 DRL PLUG IN 15
MIN 500# INCREASE C/O 191' OF SD TO 8,432' PBTD. RD PWR SWVL, POOH LD 31 JTS
LAND TBG 248 JTS 2-3/8" J-55 4.7# EOT @7,613.29', DROP BALL TO SHEAR OFF BIT, ND
BOP NU WH PMP OFF BIT @2,100#, TURN WL OVER TO FLW TESTERS RD RIG SDFN 5:00
PM.

09/09/05 FLOWBACK REPORT: CP:475, TP:650, CHK 22, BWPH 45, HRS 24, SD:LIGHT , ORIGINAL
BLTR: 8,552 BBLS, TODAY'SBBLS: 1,080 BBLS, REMAINING LTR: 5,222 BBLS, TOTAL
LOAD REC TO DATE: 3,330 BBLS.

09/11/05 WELL WENT ON SALES: @10:30 AM. 1300 MCF, 23/64 CHK, SICP: 1779#, FTP: 855#, 38
BWPH. FINAL REPORT FOR COMPLETION
ON SALES: 704 MCF, O BC, 751 BW, TP: 743#, CP: 1534#, 23/64 CHK, 19.5 HRS, LP: 338#.

09/12/05 FLOWBACK REPORT: CP: 1850#, TP: 950#, 22/64 CHK, 15 BWPH, 24 HRS, SD: CLEAN, TTL
BBLS FLWD: 500, TODAYS LTR: 4472 BBLS, LOAD REC TODAY: 500 BBLS, REMAINING LTR:
3972 BBLS, TOTAL LOAD REC TO DATE: 4580 BBLS.

WELL IP'D
09/12/05 ON SALES: 1367 MCF, O BC, 660 BW, TP: 605#, CP: 1289#, 23/64 CHK, 24 HRS, LP: 349#.

FINAL REPORT

WORKOVER: (DESCR OF WORK) -- AFE OR LOE
LOE-SLICKLINE

08/21/06 Travel to loc rig up fish plunger then spring from 7563 attempt to run td stack out at 7603 bit down
it will not go pass 7603 there was lots of scale on the spring run my broach to7603 there was
scale from 6800 to 7603 came out drop and chase spring and plunger rig down travel to shop

Fluid Level 6300' Plunger 7563' S/N Depth 7603' Tagged Fill 7603'
Trash: Scale

LOE-SLICKLINE

06/08/07 Travel to location rig up fish one plunger at 7632' came out went back in latch on to 2nd
plUnger

7633' came out went back in latch on to spring @7634'hit oil jars about 10 times nothing I beat
and beat hit oiljars about 7 more timesnothing beat some more hit oil jars one more time broke
loose came out run TD 8302' scratch and broach tubing had a little bit of scale plunger was good
spring was bad drop new spring and left plunger out chase spring to seat nipple came out rig
down travelto next location

Fluid Level: 2800' Plunger/SN 7632' TD 8302'
Trash: tubinghad a little bit of scale

lsa



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-3276

6. IF INDIAN,ALLOTTEEOR TRlBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° UNIT #891008900Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DR1LL form forsuch proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:olL WELL GAS WELL O OTHER NBU 1022-16C
2. NAMEOF OPERATOR: 9. APl NUMBER:

KERR McGEE OIL & GAS ONSHORE LP 4304735947
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1368 SOUTH 1200 EAST orry VERNAL
stAre UT ,,,84078 (435) 781-7024 NATURALBUTTES

4. LOCATION OF WELL

FOOTAGESATSURFACE: 695'FNL, 2163'FWL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MER1DIAN: NENW 16 10S 22E STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CAS1NG FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASlNG REPAlR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVlOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL S1TE OTHER:
7/2/2008

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ON 06/25/2008 THE OPERATOR HAS PERFORMED A WATER SHUT-OFF PROCEDURE ON THE SUBJECT WELL
LOCATION. THE OPERATOR HAS PLACED THE SUBJECT WELL LOCATION BACKON PRODUCTION.

PLEASE REFER TO THE ATTACHED WATER SHUT-OFF CHRONOLGICAL WELL HISTORY.

sNAGME(PLES HEILA HEGO TT E REGiUOLATORYANALYST

(This space for State use only)

RECEIVED
JUL2 1 2008

(5/2000) (See Instructions on Reverse Side)
DIV.OFOIL,GAS&



WINS No.: 72182 NBU 1022-16C Start Date: 6/25/2008

AFE No.: PENDING Operation Summary Report End Date: 7/2/2008

Opetator Fli-LD NAME SPUD DATE GL KB ROUTE

KERR MCGEE OIL &GAS ONSHORE LP NATURALBUTTES 8/10/05 5,195 5211 RUN 16
API STATE COUNTY DMSION

4304735947 UTAH UINTAH ROCKIES
Lat.lLong.: Lat./Long.:39.95434|-109.44648 Q-Q/Sect/Town/Range: NENW/16/10S/22E Footages: 695.00' FNL 2,163.00'FWL

MTD TVD LOGMD PBMD PBTVD
8811 0 8432 8432

EVENT INFORMATION: EVENTACTIVITY: WORKOVER / REPAIR REASON: WSO
OBJECTIVE: SECONDARY DATE WELL STARTEDIRESUMED:

OBJECTIVE2: CEMENT SQUEEZE Event End Status: COMPLETE

RIG OPERATIONS: Begin Mobilization Rig On Location Rig Charges Rig Operation Start Finish Drilling Rig Release Rig Off Location

DOUBLE HOOK / UNK 06/25/2008 07/02/2008

Date Time Duradon Phase Ccde Subco P/U \ Operation
Start-End (hr) de

6/25/2008 SUPERVISOR: FRANK WINN
11:00 - 16:30 5.50 WO/REP 30 P ROAD RIG AND EQUIP FROM NBU 1022-171. RUSU.FTP 200,

FCP200. PUMP 10 BBLSDOWN TBG. UNLANDTBG FROM
7613', LUB OUT AND LD HANGER. POOHWl248-JTS2-3/8" J-55
TBG. LD BTM4-JTS DUE TO HEAVYSCALE ON OD. RCVR
PLUNGER AND BUMPER SPRING. CONTROL WELLWI65-BBLS
AS TRLPPING. (NOTE: HAVEWELDER WORKING ON PWR
SWlVEL AS PER SAFETY BOB).
PMP 75 BBLS. RCVR 108 BBLS.

6/26/2008 SUPERVISOR: FRANKWINN
7:00 - 15:30 8.50 WO/REP 30 P HSM. SICP 900. MIRU CASEDHOLE EWL RUN 3.625" GR/JB TO

5250'. (RCVR 1-PIECE OF RUBBER). RUN 4-1/2" BAKERSK CBE
AND SET AT_5184'. RD EWL BLOW CSG TO FBT. PUMP 35. IVIU
íÑÕS 4-1/2" CICR(MECH), 1.87" XN-NIPPLE AND RIHAS TALLY
163 JTS2-3/8" J-55 TBG. SET CICR AT 5000'. PUMP 4 BBLS
DOWN TBGAND TEST TO 3000 PSI. GOOD. PUMP.14 BBLS
DOWN CSG. RELEASE FROM CICR, REV CIRC60 BOLS TO
GET GAS OUT. STlNG INTO CICR. P-TEST CSG TO2000 PSl.
GOOD. EST INJ RATE INTO PERFS 5118-22'. 4 BBLS TO FlLL
TBG AND PUMP 10 BBLS AT 2.5 BPM AT 1200 PSL ISIP 300 PSI.
SDFN.

6/27/2008 SUPERVISOR: FRANK WINN
7:00 - 15:00 8.00 WO/REP 30 . P HSM. SITP VAC, SICP O. MIRU PRO-PETRO. P-TEST LINES TO

3000 PSI. PUT 500 ON CSG. PUMP 16 BBLSFRESH,20.5 BBLS
(100 SX) NEAT'G' CMT, 20.5 BBLS (100 SX) 'G' CMTW/ .2%

FLUlD LOSS. DISPLACE W/ 12.75 BBLS. PRESSURE WALKED
UP TO 2600 PSI. LOST 100 PSI IN5-MIN THEN HELD. UNSTING
FROM CICR W/ 2500 PSI UNDER. REV CIRC CLEANWI 30 BBLS
2%. RD PRE-PETRO. POOH W/ 163-JTS 2-3/8" J-55 TBG. LD
SETTINGTOOL MU AND RIH W/ 3-7/8" BIT, BIT SUB, AND 1.87"
XN NIPPLE ON 140-JTS 2-3/8" J-55 TBG. SDFN W/ EOT AT 4298'

6/30/2008 SUPERVISOR: FRANK WINN
7:00 - 17:00 10.00 WO/REP 30 P HSM. SITP 0, SICP 0. CONT RIH W/ 3-7/8" BIT ON 2-3/8" TBG

FROM 4298' TO TAG CMT AT 4988' WI 163-JTS IN.LD5-JTS
AND RUN BACK IN. RU DRLG EQUIP AND EST REV CIRC. D/O
12' CMI FROM 4988' TO CICR AT 5000. D/OCICR AND CMT
DOWN TO 5134' WI#168 (FELL THRU CMT). CIRC CLEANAT
5159', P-TEST CSG TO 2000 PSI. GOOD. START AIR/FOAM
DOWN TBG. D/O CJ3P AT 5184' Wl169-JTS IN5-MIN,250 PSI
INCREASE. PUMP10 BBLS DOWN TBG, HANG PWR SWIVEL
MEAS AND PU 2-3/8" TBG AS RlH TO TAG FILLAT 8104' WI 264
JTS IN. POOH W/ 25-JTS. SDFNWI 239-JTS IN, EOT AT 7321'.

7/1/2008 SUPERVISOR: FRANK WlNN

7/14/2008 3:41:37PM



Wins No.: 72182 NBU 102516C API No.: 4304735947
EVENT INFORMATION: EVENTACTIVITY: WORKOVERIREPAIR REASON: WSO

OBJECTIVE: SECONDARY DATEWELL STARTEDIRESUMED:

OBJECTlVE2: CEMENT SQUEE2'E Event End Status: COMPLETE

RIG OPERATIONS: Begin Mobilization Rig On Location Rig Charges Rig Operation Start Finish Drilling Rig Releas Rig Off Location

DOUBLEHOOK/ UNK 06/25/2008
¯

07/02/2008

Date Time Ouration Phase Code Sub o P Operation
Start-End (hri. , de

7.00 - 18.00 11.00 WO/REP 30 P HSM, SITP 900, SICP 1300. OPEN CSG TO FBT. PUMP 10 BBLS
2% DOWN TBG. RUN BACK IN W/ 3-7/8" BJLER.QJULI32ATO
8094' W/ 263-JTS2-3/8" J-55 TBG IN. PU PWR SWIVEL AND
START AIR/FOAM DOWN TBG. MADE LOTS OF WTR, HADTO
SHUT INAND WAIT ON WTR TRUCK TO CATCH UP. C/O SAND
AND SCALE FROM8104'TO 8432' (OLD POBS) W/ 274-JTS IN.
ClRC CLEAN.PUMP 10 BBLS2% DOWN TBG. RD PWR
SWlVEL. POOH AS LD 27-JTS AND SB247-JTS. LD3-7/8" BIT,
BIT SUB AND XN-NIPPLE. CONTROL WELL W/ 50 BBLS. MU
AND RlH W/ 1.87" XN-NIPPLE ON 103-JTS 2-3/8" J-55 TBG. EOT
AT 3160'. SDFN

7/2/2008 SUPERVISOR: FRANK WINN
7:00 - 11:30 4.50 WO/REP 30 P HSM. SITP , SICP, OPEN CSG TO FBT.PUMP 10 BBLSDOWN

TBG. CONT RIH Wl2-3/8"J-55 PROD TBG. PU4"10K HANGER.
LUB INAND.LAND247-JTS2-3/8" J-55 TBGW/ EOT AT7588.04'.
PUMP BBLSDOWN TBG. RUSANDLINE AND RUN1.90"
BROACH TO SN, GOOD. RD SANDLlNE.RD FLOOR. ND BOP.
NU.WH.RDSUANDIVlO.

TBG DETAIL KB 16.00
FLUIDS
4"10KHANGFR : .83 : PUMP
2 BBLS
2gJTS 2-3/8" J-55 TOG 7570.16 :ROVR
690 BBLS
1h7"XIWNlPPLE 1 05 (NOTCHED BTM)

7/14/2008 3:41:37PM



API Well No: 43047359470000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML3276 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 1022-16C 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047359470000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0695 FNL 2163 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 16 Township: 10.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

4/26/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 THIS WELL RETURNED TO PRODUCTION ON 4/26/2010.

NAME (PLEASE PRINT)  
 Andy Lytle

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 4/26/2010

PHONE NUMBER:
720 929-6007  Ext 

 

PHONE NUMBER
720 929-6100

April 26, 2010

iPI Well No: 43047359470000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING MLLEA2S7E6DESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 1022-16C

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047359470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

0695 FNL 2163 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; NENW Section: 16 Township: 10.05 Range: 22.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/26/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR rtOD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THIS WELL RETURNED TO PRODUCTION ON 4/26/2010.
Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECgg2 LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Andy Lytle 720 929-6100 Regulatory Analyst

SIGNATURE DATE
N/A



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML3276 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 1022-16C 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047359470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0695 FNL 2163 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 16 Township: 10.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

8/15/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The operator requests authorization to plug and abandon the subject well
location. Plug and abandonment procedures are attached. Thank you.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Andy Lytle 720 929-6100

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 8/15/2011

09/20/2011

Aug. 15, 2011

Sundry Number: 17599 API Well Number: 43047359470000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "QLLEAS7E6DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 1022-16C

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047359470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515 E×t NATURAL BUTTES

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

0695 FNL 2163 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 16 Township: 10.05 Range: 22.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/15/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The operator requests authorization to plug and abandon the subject well
location. Plug and abandonment procedures are attached. Thank you.

Approved by the
Utah Division of

Oil, Gas and Mining

Date: 09/20/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Andy Lytle 720 929-6100 Regulatory Analyst

SIGNATURE DATE
N/A 8/15/2011

Please Review Attached Conditions of



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43047359470000

1. Notify the Division at least 24 hours prior to conducting abandonment operations.
Please call Dan Jarvis at 801-538-5338. 

2. AMEND PLUG #4: Do not perf @ 2040’ (note CBL shows TOC @ 450’). A 100’ plug set
inside the casing from 2040’ to 1940’ is adequate (± 8sx). 

3. All annuli shall be cemented from a minimum depth of 100’ to the surface. 

4. Surface reclamation shall be done in accordance with R649-3-34 – Well Site
Restoration. 

5. All balanced plugs shall be tagged to ensure that they are at the depth specified. 

6. All requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply. 

7. If there are any changes to the procedure or the wellbore configuration, notify Dustin
Doucet at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the

procedure. 

8. All other requirements for notice and reporting in the Oil and Gas Conservation
General Rules shall apply. 

Aug. 15, 2011

Sundry Number: 17599 API Well Number: 43047359470000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

TI BA%PrNINTfdG

Sundry Conditions of Approval Well Number 43047359470000

1. Notify the Division at least 24 hours prior to conducting abandonment operations.
Please call Dan Jarvis at 801-538-5338.

2. AMEND PLUG #4: Do not perf @ 2040' (note CBL shows TOC @ 450'). A 100' plug set
inside the casing from 2040' to 1940' is adequate (± 8sx).

3. AII annuli shall be cemented from a minimum depth of 100' to the surface.

4. Surface reclamation shall be done in accordance with R649-3-34 - Well Site
Restoration.

5. AII balanced plugs shall be tagged to ensure that they are at the depth specified.

6. AII requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply.

7. If there are any changes to the procedure or the wellbore configuration, notify Dustin
Doucet at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the

procedure.

8. AII other requirements for notice and reporting in the Oil and Gas Conservation
General Rules shall



Aug. 15, 2011

Sundry Number: 17599 API Well Number: 43047359470000

887/2011 Wellbore Diagram r263

API Well No: 43-047-35947-00-00 Permit No: Well Name/No: NBU 1022-16C

Company Name: KERR-MCGEE OIL & GAS ONSHORE, LP.

Location: See: 16 T: 10S R: 22E Spot: NENW String Information

Coordinates: X: 632774 Y: 4423626
.

Bottom Diameter Weight Length
Strmg (ft sub) (inches) (Ib/ft) (ft)

Field Name: NATURAL BUTTES HOLl 40 20
County Name: UINTAH COND 40 14 54 40

HOL2 1990 12.25

SURF 1990 9.625 32.3 1990

U/UT/ HOL3 8611 7.85
Cement from 40 ft. to surface

/
PROD 8611 4.5 11.6 8611

Conductor: 14 in. @40 ft.
Tl 7613 2.375

Hole: 20 in. @40 ft ' t-

nt from 1990 ft to surface

pee:9,625 in. @ 1990 11. a -

ISe 12.25 in. @ l990 ft.
2|c rge rg ]2

(qç ' To c /04/0 ' Cement Information
2eYo' fa BOC TOC

String (ft sub) (ft sub) Class Sacks
COND 40 0 UK 28

2k00 i p.cg /ggg PROD 8611 450 (ŒG UK 1465

70 C / 3 10 SURF 1990 0 (E UK 675

Perforation Information

Top Bottom

0 /<' - Formation Information
Formation Depth

l a UNTA 0

7..co' ( / r EXa.osy2)=/ta sr GRRV 1146
MHGBN 1875

Cement frorn 8611 ft to 450 ft PARCK 2702

Tubing: 2.375 in. @7613 ft. d , /( . WSTC 4250
- BMSW 5196

Production: 4.5 in. @8611 ft MVRD 6616

Hole: 7.85 in. @8611 ft 190 (/ /sX-o Ø = ts s;

T 1: 8611 TVD: PBTD: 8539

Page



 
Name:       NBU 1022-16C      8/11/11 
Surface Location: NENW SEC.16, T10S, R22E  

Uintah County, UT 
 
API:   4304735947  LEASE#: ML-3276 
 
ELEVATIONS:  5196’ GL  5211’ KB 
 
TOTAL DEPTH:  8611’   PBTD:   8539’ 
 
SURFACE CASING:  9 5/8”, 32.3# H-40 @ 1990’, 12 ¼” Hole 
     
PRODUCTION CASING:  4 1/2”, 11.6# I-80 @ 8611’, 7 7/8” Hole 
    TOC @ 380’ per CBL 
 
PERFORATIONS:  Wasatch  5118’ – 6254’ (5118’ -5122’ sqzd 6/27/08) 
    Mesaverde 6616’ – 8324’ 
 

Drift Collapse Burst

inches psi Psi Gal./ft. Cuft/ft. Bbl./ft.
2.375” 4.7# J-55 tbg. 1.901 8100 7700 0.1626 0.02171 0.00387

4.5” 11.6# N/M/I-80 csg 3.875 6350 7780 0.6528 0.0872 0.0155
9.625”  32.3# H-40 csg 8.845 1400 2270 3.3055 0.4418 0.0787

0.4226 0.0565 0.01
2.478 0.3314 0.059

1.7052 0.2278 0.0406

2.3436 0.3132 0.0558

4.5” csg. X 9.625” 32.3# csg.
4.5” csg. X 7.875” hole

9.625” csg. X 12.25” hole

Tubular/Borehole Capacities

Annular Capacities
2.375” tbg. X 4.5” 11.6# csg.

 
 
 
 
Formation  Depth to top, ft.  Tech. Pub. #92 Base of USDW’s 
Uinta   Surface   USDW Elevation ~0 MSL 
Green River  1146’    USDW Depth  ~5196’ KBE 
Bird’s Nest  1429’ 
Mahogany  1875’ 
Base of Parachute 2702’ 
Wasatch  4250’  
Mesaverde  6681’   
 
 

 
 
 
 
 
 
 

Aug. 15, 2011

Sundry Number: 17599 API Well Number: 43047359470000

Name: NBU 1022-16C 8/11/11
Surface Location: NENW SEC.16, T10S, R22E

Uintah County, UT

API: 4304735947 LEASE#: ML-3276

ELEVATIONS: 5196' GL 5211' KB

TOTALDEPTH: 8611' PBTD: 8539'

SURFACE CASING: 9 5/8", 32.3# H-40 @ 1990', 12 ¼" Hole

PRODUCTIONCASING: 4 1/2", 11.6# I-80 @ 8611', 7 7/8" Hole
TOC @ 380' per CBL

PERFORATIONS: Wasatch 5118' - 6254' (5118' -5122' sqzd 6/27/08)
Mesaverde 6616' - 8324'

Tubular/Borehole Drift Collapse Burst Capacities

inches si Psi Gal.Ift. Cuft/ft. Bbl.Ift.
2.375" 4.7# J-55 tbg. 1.901 8100 7700 0.1626 0.02171 0.00387

4.5" 11.6# NIMll-80 csg 3.875 6350 7780 0.6528 0.0872 0.0155
9.625" 32.3# H-40 csg 8.845 1400 2270 3.3055 0.4418 0.0787

Annular Capacities
2.375" tbg. X 4.5" 11.6# csg. 0.4226 0.0565 0.01
4.5" csg. X 9.625" 32.3# csg. 2.478 0.3314 0.059
4.5" csg. X 7.875" hole 1.7052 0.2278 0.0406

9.625" csg. X 12.25" hole 2.3436 0.3132 0.0558

Formation Depth to top, ft. Tech. Pub. #92 Base of USDW's
Uinta Surface USDW Elevation ~0 MSL
Green River 1146' USDW Depth ~5196' KBE
Bird's Nest 1429'
Mahogany 1875'
Base of Parachute 2702'
Wasatch 4250'
Mesaverde



NBU 1022-16C  PLUG & ABANDONMENT PROCEDURE 
GENERAL 

• H2S MAY BE PRESENT.  CHECK FOR H2S AND TAKE APPROPRIATE PRECAUTIONS. 
• CEMENT QUANTITIES BELOW ASSUME NEAT CLASS G, YIELD 1.145 CUFT./SX.  IF A 

DIFFERENT PRODUCT IS USED, WELLSITE PERSONNEL ARE RESONSIBLE FOR 
CORRECTING QUANTITIES TO YIELD THE STATED SLURRY VOLUME.  WHEN 
SQUEEZING, INCLUDE 10% EXCESS PER 1000’ OF DEPTH. 

• TREATED FRESH WATER WILL BE PLACED BETWEEN ALL PLUGS INSTEAD OF BRINE. 
• ALL DISPLACEMENT FLUID SHALL CONTAIN CORROSION INHIBITOR AND BIOCIDE.  

PREMIX 5 GALLONS PER 100 BBLS FLUID. 
• PLUGS ARE TO BE TAGGED TO ENSURE THEY ARE AT DEPTH SPECIFIED. 
• NOTIFY UDOGM 24 HOURS BEFORE MOVING ON LOCATION. 

 
 
PROCEDURE 
Note:  An estimated 71 sx Class “G” cement needed for procedure 
 

1. MIRU.  KILL WELL AS NEEDED.  ND WH, NU AND TEST BOPE. 
 

2. PULL TBG & LD SAME.  RU WIRELINE AND MAKE A GAUGE RING RUN TO CHECK FOR 
FILL.  A GPS READING WILL NEED TO BE TAKEN AT THE WELL SITE AND RECORDED IN 
OPENWELLS. PLEASE TAKE IT TO THE 6TH DECIMAL PLACE. 

 
3. PLUG #1, ISOLATE WASATCH/MESAVERDE PERFORATIONS (5396’–8324’) & BASE OF 

USDW (~5196’):  RIH W/ 4 ½” CIBP.  SET @ ~5350  RELEASE CIBP, PUH 10’, BRK 
CIRC W/ FRESH WATER.  DISPLACE A MINIMUM OF 19 SX / 3.9 BBL / 21.8 CUFT. ON 
TOP OF PLUG.  PUH ABOVE TOC (~5100’).  REVERSE CIRCULATE W/ TREATED FRESH 
WATER. 

 
4. PLUG #2, PROTECT TOP OF WASATCH (4250’):  PUH TO ~4350’.  BRK CIRC W/ FRESH 

WATER.  DISPLACE A MINIMUM OF 16 SX/ 3.1 BBL/ 17.4 CUFT AND BALANCE PLUG 
W/ TOC @ ~4150’ (200’ COVERAGE).  PUH ABOVE TOC.  REVERSE CIRCULATE W/ 
TREATED FRESH WATER. 

 
5. PLUG #3, PROTECT BASE OF PARACHUTE MEMBER (~2702’):  PUH TO ~2810’.  BRK 

CIRC W/ FRESH WATER.  DISPLACE A MINIMUM OF 16 SX/ 3.3 BBL/ 18.3 CUFT AND 
BALANCE PLUG W/ TOC @ ~2600’ (210’ COVERAGE).  PUH ABOVE TOC.  REVERSE 
CIRCULATE W/ TREATED FRESH WATER. 

 
6. PLUG #4, PROTECT SURFACE CASING SHOE (1990’):  POOH W/ TUBING.  RIH W/ 

WIRELINE & PERFORATE @ 2040’ W/ 4 SPF.  PERFORM INJECTION TEST.  IF 
FORMATION DOESN’T TEST, CONTINUE WITH PLUG #5.  IF FORMATION WILL SQUEEZE,  
CONTINUE THIS STEP.  POOH.  PU & RIH W/ 4 ½” CICR, SET @ ~1940’.  RIH W/ TBG & 
STING INTO CICR & SQUEEZE PERFS W/ APPROXIMATELY 32 SX / 6.5 BBL / 36.7 CUFT 
OR SUFFICIENT VOLUME TO FILL CSG & ANNULUS TO 1940’.  STING OUT OF CICR AND 
SPOT 4 SX / 0.8 BBL / 4.36 CUFT CMT ON TOP OF CICR.  BRK CIRC W/ FRESH WATER.  
POOH ABOVE TOC (~1890’).  REVERSE CIRCULATE W/ TREATED FRESH WATER. 

 

Aug. 15, 2011

Sundry Number: 17599 API Well Number: 43047359470000

NBU 1022-16C PLUG&ABANDONMENTPROCEDURE
GENERAL

• H2S MAYBE PRESENT. CHECK FOR H2S ANDTAKEAPPROPRIATEPRECAUTIONS.
• CEMENT QUANTITIESBELOW ASSUME NEAT CLASS G, YlELD 1.145 CUFT./SX. IF A

DIFFERENT PRODUCT IS USED, WELLSITE PERSONNEL ARE RESONSIBLE FOR
CORRECTING QUANTITIES TO YlELD THE STATED SLURRY VOLUME. WHEN
SQUEEZING, INCLUDE10% EXCESS PER 1000' OF DEPTH.

• TREATEDFRESH WATERWILLBE PLACEDBETWEENALLPLUGS INSTEADOF BRINE.
• ALL DISPLACEMENT FLUID SHALL CONTAIN CORROSION INHIBITOR AND BIOCIDE.

PREMIX5 GALLONSPER 100 BBLS FLUID.
• PLUGS ARE TO BE TAGGEDTO ENSURE THEYAREAT DEPTHSPECIFIED.
• NOTIFYUDOGM 24 HOURS BEFORE MOVINGON LOCATION.

PROCEDURE
Note: An estimated 71sx Class "G"cement needed for procedure

1. MIRU. KILLWELLAS NEEDED. ND WH, NU ANDTEST BOPE.

2. PULLTBG & LD SAME. RU WIRELINEAND MAKEA GAUGE RING RUN TO CHECK FOR
FILL. A GPS READINGWILLNEED TO BE TAKENATTHE WELLSITE AND RECORDED IN
OPENWELLS. PLEASETAKEITTO THE 6TH DECIMALPLACE.

3. PLUG #1, ISOLATEWASATCH/MESAVERDEPERFORATIONS(5396'-8324') & BASE OF
USDW (~5196'): RIH W/ 4 ½" CIBP. SET @ ~5350 RELEASE CIBP, PUH 10', BRK
CIRC W/ FRESH WATER. DISPLACEA MINIMUMOF 19 SX / 3.9 BBL/ 21.8 CUFT. ON
TOP OF PLUG. PUH ABOVETOC (~5100'). REVERSE CIRCULATEW/ TREATEDFRESH
WATER.

4. PLUG#2, PROTECTTOP OF WASATCH(4250'): PUH TO ~4350'. BRK CIRC W/ FRESH
WATER. DISPLACEA MINIMUM OF 16 SX/ 3.1 BBL/ 17.4 CUFT AND BALANCEPLUG
W/ TOC @ ~4150' (200' COVERAGE). PUH ABOVE TOC. REVERSE CIRCULATEW/
TREATEDFRESH WATER.

5. PLUG#3, PROTECT BASE OF PARACHUTEMEMBER (~2702'): PUH TO ~2810'. BRK
CIRC W/ FRESH WATER. DISPLACEA MINIMUMOF 16 SX/ 3.3 BBL/ 18.3 CUFT AND
BALANCEPLUG W/ TOC @ ~2600' (210' COVERAGE). PUH ABOVE TOC. REVERSE
CIRCULATEW/ TREATEDFRESH WATER.

6. PLUG #4, PROTECT SURFACE CASING SHOE (1990'): POOH W/ TUBING. RIH W/
WIRELINE & PERFORATE @ 2040' W/ 4 SPF. PERFORM INJECTION TEST. IF
FORMATIONDOESN'T TEST, CONTINUEWITH PLUG #5. IF FORMATIONWILLSQUEEZE,
CONTINUETHIS STEP. POOH. PU & RIH W/ 4 ½" CICR, SET @ ~1940'. RIH W/ TBG &
STING INTOCICR & SQUEEZE PERFS W/ APPROXIMATELY32 SX/ 6.5 BBL/ 36.7 CUFT
OR SUFFICIENTVOLUMETO FILLCSG & ANNULUSTO 1940'. STING OUT OF CICR AND
SPOT 4 SX / 0.8 BBL/ 4.36 CUFT CMT ON TOP OF CICR. BRK CIRC W/ FRESH WATER.
POOH ABOVETOC (~1890'). REVERSE CIRCULATEW/ TREATEDFRESH



7. PLUG #5, PROTECT TOP OF MAHOGANY (~1875’):  PUH TO ~1980’.  BRK CIRC W/ 
FRESH WATER.  DISPLACE A MINIMUM OF 16 SX/ 3.3 BBL/ 18.3 CUFT AND BALANCE 
PLUG W/ TOC @ ~1770’ (210’ COVERAGE).  PUH ABOVE TOC.  REVERSE CIRCULATE W/ 
TREATED FRESH WATER. 

 
8. PLUG #6, PROTECT TOP OF BIRD’S NEST (~1429’):  PUH TO ~1530’.  BRK CIRC W/ 

FRESH WATER.  DISPLACE A MINIMUM OF 16 SX/ 3.3 BBL/ 18.3 CUFT AND BALANCE 
PLUG W/ TOC @ ~1320’ (210’ COVERAGE).  PUH ABOVE TOC.  REVERSE CIRCULATE W/ 
TREATED FRESH WATER. 

 
9. PLUG #7, PROTECT TOP OF GREEN RIVER (1146’):  PUH TO ~1250’.  BRK CIRC W/ 

FRESH WATER.  DISPLACE A MINIMUM OF 16 SX/ 3.3 BBL/ 18.3 CUFT AND BALANCE 
PLUG W/ TOC @ ~1040’ (210’ COVERAGE).  PUH ABOVE TOC.  REVERSE CIRCULATE W/ 
TREATED FRESH WATER. 

 
10. PLUG #8, CEMENT SURFACE HOLE:  POOH W/ TBG.  RIH W/ WIRELINE, PERFORATE @ 

300’ W/ 4 SPF.  POOH W/ WIRELINE.  RU CEMENT SERVICE TO PROD CSG.  PUMP 110 
SX / 22.4 BBL / 125.6 CUFT OR SUFFICIENT VOLUME TO FILL CASING AND CASING 
ANNULUS TO SURFACE.   

 
11. CUT OFF WELLHEAD AND INSTALL MARKER PER BLM GUIDELINES. 
 
12. RDMO.  TURN OVER TO OPERATIONS FOR SURFACE REHAB.  SURFACE RECLAMATION 

TO BE PERFORMED IN ACCORDANCE WITH R649-3-34 – WELL SITE RESTORATION. 
 
 
ALM 8/11/2011 
 

Aug. 15, 2011

Sundry Number: 17599 API Well Number: 43047359470000

7. PLUG#5, PROTECT TOP OF MAHOGANY(~1875'): PUH TO ~1980'. BRK CIRC W/
FRESH WATER. DISPLACEA MINIMUMOF 16 SX/ 3.3 BBL/ 18.3 CUFT AND BALANCE
PLUGW/ TOC @ ~1770' (210' COVERAGE). PUH ABOVETOC. REVERSE CIRCULATEW/
TREATEDFRESH WATER.

8. PLUG#6, PROTECT TOP OF BIRD'S NEST (~1429'): PUH TO ~1530'. BRK CIRC W/
FRESH WATER. DISPLACEA MINIMUMOF 16 SX/ 3.3 BBL/ 18.3 CUFT AND BALANCE
PLUGW/ TOC @ ~1320' (210' COVERAGE). PUH ABOVETOC. REVERSE CIRCULATEW/
TREATEDFRESH WATER.

9. PLUG#7, PROTECT TOP OF GREEN RIVER (1146'): PUH TO ~1250'. BRK CIRC W/
FRESH WATER. DISPLACEA MINIMUMOF 16 SX/ 3.3 BBL/ 18.3 CUFT AND BALANCE
PLUGW/ TOC @ ~1040' (210' COVERAGE). PUH ABOVETOC. REVERSE CIRCULATEW/
TREATEDFRESH WATER.

10.PLUG #8, CEMENT SURFACE HOLE: POOH W/ TBG. RIH W/ WIRELINE, PERFORATE@
300' W/ 4 SPF. POOH W/ WIRELINE. RU CEMENTSERVICETO PROD CSG. PUMP 110
SX / 22.4 BBL / 125.6 CUFT OR SUFFICIENTVOLUMETO FILL CASING AND CASING
ANNULUSTO SURFACE.

11.CUT OFF WELLHEADAND INSTALLMARKERPER BLMGUIDELINES.

12.RDMO. TURN OVER TO OPERATIONS FOR SURFACE REHAB. SURFACE RECLAMATION
TO BE PERFORMED INACCORDANCEWITHR649-3-34 - WELLSITE RESTORATION.

ALM



 
 
 

Aug. 15, 2011

Sundry Number: 17599 API Well Number: 43047359470000
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML3276 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 1022-16C 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047359470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0695 FNL 2163 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 16 Township: 10.0S Range: 22.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

11/2/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The operator has concluded the plug and abandonment operations on the
subject well location on 11/02/2011. Please see the attached chronological
well history for details and updated latitude and longitude locations. Thank

you. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Jaime Scharnowske 720 929-6304

TITLE
 Regulartory Analyst

SIGNATURE
 N/A

DATE
 12/19/2011

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LLE3A2S7E6DESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1.TYPEOFYVELL 8.VVELL NAME and NUMBER:
Gas Well NBU 1022-16C

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEEOIL&GASONSHORE,L.P. 43047359470000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

0695 FNL 2163 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENW Section: 16 Township: 10.05 Range: 22.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDat
o

UWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/2/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The operator has concluded the plug and abandonment operations on the
subject well location on 11/02/2011. Please see the attached chronological
well history for details and updated latitude and longitude locations. Thank

you.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jaime Scharnowske 720 929-6304 Regulartory Analyst

SIGNATURE DATE
N/A



US ROCKIES REGION

Operation Summary Report

Well: NBU 1022-16C Spud Date: 8/10/2005

Project: UTAH-UINTAH Site: NBU 1022-16C Rig Name No: WESTERN WELLSITE/UNK

Event: ABANDONMENT End Date: 11/2/2011Start Date: 10/31/2011

Active Datum: RKB @5,210.99usft (above Mean Sea 

Level)

UWI: NBU 1022-16C

     Time     

Start-End

MD From

(usft)

Code Sub 

Code

P/U OperationPhaseDuration

(hr)

Date

10/31/2011 ABAND PREJOB SAFETY MEETING, MIRU, BLOW DOWN 

WELL, KILL WELL WITH 80BLS BRINE WATER, 

NDWH, NUBOP, TOH, RU WIRE LINE, RIH WITH 

GAUGE RING TO 5375‘, RIH WITH CIBP AND SET AT 

5350‘, RD WIRE LINE,SIW, SDFN

10.0017:00 7:00 -

11/1/2011 ABAND PREJOB SAFETY MEETING, TIH AND TAG CIBP‘, RU 

SCAN TECH, LOAD HOLE WITH 60BLS WATER WITH 

CORROSIN INHIBITOR, MIX AND PUMP 20SXS 

CLASS G CEMENT, TOH TO 4353‘, MIX AND PUMP 

20SXS CLASS G CEMENT, TOH TO 2820‘, MIX AND 

PUMP 20SXS CLASS G CEMENT, TOH TO 2054‘, MIX 

AND PUMP 35SXS CLASS G CEMENT, TOH, RD 

SCAN TECH, SIW, WOC, SDFN

10.0017:00 7:00 -

11/2/2011 ABAND PREJOB SAFETY MEETING, TIH AND TAG CEMENT 

AT 1533’, MIX AND PUMP 40SXS CLASS G CEMENT, 

TOH, WO WIRE LINE, SHOOT PERFS AT 100’, 

BREAK CIRCULATION TO SURFACE, RD, NDBOP, 

NUWH, MIX AND PUMP 35SXS CLASS G CEMENT TO 

SURFACE, DIG OUT WELLHEAD, CUT OFF 

WELLHEAD, WELD ON INFO PLATE, BACKFILL, 

CLEAN LOCATION, SDFN

Witness was Dave Hackford DOGM

170 total sxs cement

3985’ 130jts yellow band 2 3/8” tubing recovered

3587’ 117jts red band 2 3/8” tubing recovered

Lat: +39.95432

Long:-109.44646

10.0017:00 7:00 -

11/21/2011  2:24:23PM 1

Dec. 19, 2011

Sundry Number: 21374 API Well Number: 43047359470000Sundry Number: 21374 API Well Number: 43047359470000

US ROCKIES REGION

Operation Summary Report

Well: NBU 1022-16C Spud Date: 8/10/2005

Project: UTAH-UINTAH Site: NBU 1022-16C Rig Name No: WESTERN WELLSITE/UNK

Event: ABANDONMENT Start Date: 10/31/2011 End Date: 11/2/2011

Active Datum: RKB @5,210.99usft(above Mean Sea UWl: NBU 1022-16C

Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

10/31/2011 7:00 - 17:00 10.00 ABAND PREJOB SAFETY MEETING, MIRU, BLOW DOWN
WELL, KILLWELL WITH 80BLS BRINE WATER,
NDWH, NUBOP, TOH, RU WIRE LINE, RIH WITH
GAUGE RING TO 5375', RIH WITH CIBP AND SET AT
5350', RD WIRE LINE,SIW, SDFN

11/1/2011 7:00 - 17:00 10.00 ABAND PREJOB SAFETY MEETING, TlH AND TAG CIBP', RU
SCAN TECH, LOAD HOLE WITH 60BLS WATER WITH
CORROSIN INHIBITOR, MIXAND PUMP 20SXS
CLASS G CEMENT, TOH TO 4353', MIXAND PUMP
20SXS CLASS G CEMENT, TOH TO 2820', MIXAND
PUMP 20SXS CLASS G CEMENT, TOH TO 2054', MIX
AND PUMP 35SXS CLASS G CEMENT, TOH, RD
SCAN TECH, SIW, WOC, SDFN

11/2/2011 7:00 - 17:00 10.00 ABAND PREJOB SAFETY MEETING, TlH AND TAG CEMENT
AT 1533', MIXAND PUMP 40SXS CLASS G CEMENT,
TOH, WO WIRE LINE, SHOOT PERFS AT 100',
BREAK CIRCULATION TO SURFACE, RD, NDBOP,
NUWH, MIXAND PUMP 35SXS CLASS G CEMENT TO
SURFACE, DIG OUT WELLHEAD, CUT OFF
WELLHEAD, WELD ON INFO PLATE, BACKFILL,
CLEAN LOCATION, SDFN

Witness was Dave Hackford DOGM
170 total sxs cement
3985' 130jts yellow band 2 3/8" tubing recovered
3587' 117jts red band 2 3/8" tubing recovered
Lat: +39.95432

Long:-109.44646

11/21/2011 2:24:23PM 1

RECEIVED Dec. 19,
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